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Council Minutes
(Special Meeting May 26, 2020)



The Town Council of the Town of Johnstown met on Tuesday, May 26, 2020 at 7:00 p.m. in a virtual
meeting for reasons related to COVID19.

Mayor Lebsack led the Pledge of Allegiance.

Roll Call:
Those answering present were: Councilmembers Berg, Mellon, Molinar Jr. Tallent and Young

Councilmember Lemasters was absent.

The following staff members were also present in the remote meeting: Avi Rocklin, Town Attorney,
Matt LeCerf, Town Manager, and Jamie Desrosier, Communication Manager.

Agenda Approval

Councilmember Berg made a motion seconded by Councilmember Mellon to approve the Agenda as
submitted. Motion carried with a roll call vote.

New Business

A. COVID-19 Update — Consider changes and improvements to accommodate Restaurant and Liquor
Licensing during COVID-19- Resolution 2020-15, Resolution Supporting Local Restaurant
Establishments and Authorizing the Use of Public Rights of Way and Public Spaces for the Expansion
of Business Operations and the Temporary Modification of Liquor License Premises. The Colorado
Liquor Enforcement Division adopted Emergency Regulation 47-302(F) to allow on-premises liquor
licensed establishments to temporarily expand their licensed premises into sidewalks, streets and parking
lots, which will allow restaurants to operate and maintain social distancing.  Councilmember Berg
made a motion seconded by Councilmember Tallent to approve Resolution 2020-15 and the Temporary
Street/Sidewalk Use Permit regulations as presented. Motion carried with a roll call vote.

There being no further business to come before Council the meeting adjourned at 8:10 p.m.

Mayor

Town Clerk



Council Minutes
(Regular Meeting June 1, 2020)



The Town Council of the Town of Johnstown met on Monday, June 1, 2020 at 7:00 p.m. in the
Council Chambers at 450 S. Parish Avenue, Johnstown.

Mayor Lebsack led the Pledge of Allegiance.

Roll Call:
Those answering present were: Councilmembers Berg, Lemasters, Mellon, Molinar Jr. Tallent
and Young

The following staff members were also present: Avi Rocklin, Town Attorney, Matt LeCerf,
Town Manager, Marco Carani, Public Works Director, Mitzi McCoy, Finance Director, Kim
Meyer, Planning Director, Jamie Desrosier, Communication Manager and Brian Phillips, Police
Chief.

Agenda Approval

Councilmember Mellon made a motion seconded by Councilmember Lemasters to approve the
Agenda as submitted. Motion carried with a roll call vote.

Consent Agenda

Councilmember Berg made a motion seconded by Councilmember Tallent to approve the
Consent Agenda with the following items included:
e May 18, 2020 Council Meeting Minutes
e Listof Bills
e Resolution 2020-16, Authorizing the Town of Johnstown to enter into Agreements with J-
25 Land Holdings, LLC and Rocksol Consulting Group, Inc. to act as an Intermediary for
Completion of Intersection Improvements; Appropriating Funds
Motion carried with a roll call vote.

New Business

A. Public Hearing — 1-25 Gateway Center Filing No. 4 — PUD Amendment #3

The owner, 1-25 Gateway Center, LLC, is requesting an amendment to the I-25 Gateway Center
Filing No. 4 PUD Outline Development Plan to add vehicle sales and rentals as a conditional use
and providing details regarding the display requirements, modifying the standard parking space
length to 18 feet on the condition that the space does not interfere with walkways required by the
Americans with Disabilities Act and provides a minimum width of 6 feet when adjacent to
landscaped areas or walkways; removing the right to post temporary signs; and removing the
requirement that roof colors be dark green.

Mayor Lebsack opened the Public Hearing at 7:19 p.m. Mr. Jeff Vogel, Vogel and Associates,
representing the applicant was present to answer questions. Having no public comment the
public hearing was closed at 7:37 p.m.
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Councilmember Berg made a motion seconded by Councilmember Lemasters to approve
Ordinance 2020-180, An Ordinance approving I-25 Gateway Center Filing No. Four PUD
Amendment No. three, Amending the Outline Development Plan for property located in the
Southeast Quarter of Section 3, Township 4 North, Range 68 West of the 6™ Principal Meridian,
Town of Johnstown, County of Weld, State of Colorado, Containing Approximately 45.457
Acres. Motion carried with a roll call vote.

B. Agreement for Professional Services between the Town of Johnstown and Otak, Inc. — The
Town issued an RFP for professional design services to design the Little Thompson River Trail
Project. The trail will run parallel to the Little Thompson River north of WCR 46.5 to WCR 19.
Staff received eight responses to their request, after review of the proposals, staff is
recommending Otak, Inc. Councilmember Lemasters made a motion seconded by
Councilmember Young to approve the agreement for professional services between the Town of
Johnstown and Otak, Inc. as presented with a not to exceed amount of $118,055 as authorized by
the Town Manager. Motion carried with a roll call vote.

COVID 19 update - Weld County Commissioners, Scott James, Barbara Kirkmeyer, and Kevin
Ross addressed Council in reference to the letter the Town sent to Weld County requesting they
either apply for a county-wide variance or submit a limited variance for the Town of Johnstown
to the State as per the Fourth Amended Public Health Order 20-28, to assist Johnstown
businesses located in Weld County to open with rules and expectations to keep residents safe and
enable the businesses to open without fear of retribution by the State. Commissioners James,
Kirkmeyer and Ross presented a letter to Council drafted by Mr. Bruce Barker, Weld County
Attorney stating there is no reason to request for a variance from Public Health Order 20-28 as
he feels it is not valid and has no legal effect. They also stated Weld County is pro businesses
reopening and elected officials have the authority to open up their community in a safe and
responsible manner. The Commissioners also stated if businesses were challenged, the
businesses would receive support of Weld County. Town Council requested the town attorney
draft a Resolution affirming support for businesses to reopen.

There being no further business to come before Council the meeting adjourned at 9:00 p.m.

Mayor

Town Clerk



Council Minutes
(Special Meeting June 2, 2020)



The Town Council of the Town of Johnstown met in a Special Meeting on Tuesday, June 2,
2020 at 7:00 p.m. in a virtual meeting for reasons related COVID19.

Mayor Lebsack led the Pledge of Allegiance.
Roll Call:
Those answering present were: Councilmembers Berg, Lemasters, Mellon, Molinar Jr. Tallent

and Young

The following staff members were also present in the virtual meeting: Avi Rocklin, Town
Attorney, Matt LeCerf, Town Manager and Jamie Desroiser, Communication Manager.

Agenda Approval

Councilmember Lemasters made a motion seconded by Councilmember Young to approve the
Agenda. Motion carried with a roll call vote.

New Business

A. Resolution 2020-17 — Resolution Supporting Business Establishments Located in the Weld
County Portion of the Town. Resolution 2020-17 was drafted to affirm Council’s support of the
reopening of businesses in the Town of Johnstown, consider the position of the county’s orders
that allow local businesses to open and endorses the decisions of community businesses to open
when using appropriate safety protocols to prevent the spread of COVID-19. Councilmember
Tallent made a motion seconded by Councilmember Berg to approve Resolution 2020-17.
Motion carried with a roll call vote.

There being no further business to come before Council the meeting adjourned at 7:23 p.m.

Mayor

Town Clerk



Financial Statements



Town of Johnstown, Colorado
Statement of Revenues, Expenditures, and Changes in
Fund Balances - General Fund

Period Ending May 31, 2020

Unaudited
2020 2020
Actuals Adopted %
General Fund May Budget Complete
Beginning Fund Balance 37,228,247 37,228,247
Revenues:
Taxes & Fees 5,852,295 12,631,080 46.3%
Licenses & Permits 1,155,817 828,200 139.6%
Fines & Forfeitures 44,854 171,000 26.2%
Intergovernmental 99,688 15,000 664.6%
Earnings on Investment 117,474 288,000 40.8%
Miscellaneous Revenue 83,972 216,200 38.8%
Transfers In - -
Total Operating Revenues 7,354,101 14,149,480 52.0%
Expenditures:
Legislative 313,021 978,200 32.0%
Town Manager 101,587 722,750 14.1%
Town Clerk 108,194 338,850 31.9%
Finance 63,292 230,950 27.4%
Planning 184,501 762,600 24.2%
Building Inspections 75,274 236,200 31.9%
Police 1,280,275 3,522,080 36.3%
Public Works 44,173 133,650 33.1%
Buildings 85,509 210,200 40.7%
Transfers Out 542,508 14,097,660 3.8%
Total Expenditures 2,798,333 21,233,140 13.2%
Excess (Deficiency) of Revenues and
Other Sources over Expenditures 4,555,767 (7,083,660)
Prior Period Adjustment
Ending Fund Balance* 41,784,014 30,144,587
* - Unaudited
42% of the fiscal year has elapsed
2020 Revenues 2020 Expenditures
YTD vs. Budgeted YTD vs. Budgeted
16,000,000 25,000,000
14,000,000
12,000,000 20,000,000
10,000,000 15,000,000
8,000,000
4,000,000
5,000,000
2,000,000
Revenue Budget Expenditures Budget




Conservation Trust Fund
Beginning Fund Balance
Revenues:
Intergovernmental

Earnings on Investment

Total Operating Revenues

Expenditures:

Operations

Capital Outlay

Total Expenditures

Excess (Deficiency) of Revenues and
Other Sources over Expenditures

Ending Fund Balance*

Town of Johnstown, Colorado

Statement of Revenues, Expenditures, and Changes in
Fund Balances - Conservation Trust Fund

Period Ending May 31, 2020

Unaudited
2020 2020
Actuals Adopted %
May Budget Complete
0 0
19,194 84,800 22.6%
- 100 0.0%
19,194 84,900 22.6%
- 75,000 0.0%
- 75,000 0.0%
19,194 9,900
19,194 9,900

* - Unaudited
42% of the fiscal year has elapsed
2020 Revenues 2020 Expenditures
YTD vs. Budgeted YTD vs. Budgeted
100,000 80,000
70,000
80,000 60000
60,000 >0,000
40,000
40,000 30,000
20,000 - 20,000
0 i T 1 O T
Revenue Budget Expenditures Budget




Town of Johnstown, Colorado

Statement of Revenues, Expenditures, and Changes in
Fund Balances - Parks and Open Space Fund

Parks and Open Space Fund
Beginning Fund Balance
Revenues:

Taxes & Fees

Miscellaneous Revenue

Transfers In

Total Operating Revenues

Expenditures:
Operations

Capital Outlay

Transfers Out

Total Expenditures

Excess (Deficiency) of Revenues and
Other Sources over Expenditures

Ending Fund Balance*

Period Ending May 31, 2020

Unaudited
2020 2020
Actuals Adopted %
May Budget Complete
5,544,616 5,544,616
507,667 359,817 141.1%
17,406 315,700 5.5%
0 220,000 0.0%
542,885 895,517 60.6%
112,186 458,750 24.5%
67,002 728,000 9.2%
179,188 1,186,750 15.1%
363,697 (291,233)
5,908,313 5,253,383

* - Unaudited

42% of the fiscal year has elapsed

2019 Revenues 2019 Expenditures

YTD vs. Budgeted YTD vs. Budgeted
1,000,000 1,400,000

1,200,
800,000 00,000
1,000,000
600,000 800,000
400,000 - 600,000
400,000
200,000 - 200,000
0 n T 1 0 - T
Revenue Budget Expenditures Budget




Town of Johnstown, Colorado
Statement of Revenues, Expenditures, and Changes in
Fund Balances - Street and Alley Fund
Period Ending May 31, 2020

Unaudited
2020 2020
Actuals Adopted %

Street and Alley Fund May Budget Complete
Beginning Fund Balance 8,463,136 8,463,136
Revenues:
Taxes & Fees 875,569 838,000 104.5%
Intergovernmental 105,097 1,511,650 7.0%
Charges for Services 387,211 1,024,000 37.8%
Capital Investment Fees 1,340,451 305,000 439.5%
Earnings on Investment 43,041 27,000 159.4%
Tranfers In - 2,000,000 0.0%
Total Operating Revenues 2,751,368 5,705,650 48.2%
Expenditures:
Operations & Maintenance 556,771 2,284,050 24.4%
Capital 64,311 8,684,500 0.7%
Total Expenditures 621,081 10,968,550 5.7%
Excess (Deficiency) of Revenues and
Other Sources over Expenditures 2,130,287 (5,262,900)
Ending Fund Balance* 10,593,423 3,200,236

* - Unaudited

42% of the fiscal year has elapsed

2020 Revenues 2020 Expenditures

YTD vs. Budgeted YTD vs. Budgeted
6,000,000 12,000,000
5,000,000 10,000,000
4,000,000 8,000,000
3,000,000 6,000,000
2,000,000 -~ 4,000,000
1,000,000 - 2,000,000

0 - 0 | .
Revenue Budget Expenditures Budget




Town of Johnstown, Colorado

Statement of Revenues, Expenditures, and Changes in
Fund Balances - Capital Projects Fund

Capital Projects Fund
Beginning Fund Balance
Revenues:

Taxes and Fees
Miscellaneous Revenue
Interest

Transfers In

Total Operating Revenues

Expenditures:

Capital Outlay

Transfers Out

Total Expenditures

Excess (Deficiency) of Revenues and
Other Sources over Expenditures

Ending Fund Balance*

Period Ending May 31, 2020

Unaudited
2020 2020
Actuals Adopted %
May Budget Complete
10,994,106 10,994,106
191,529 450,000 42.6%
57,413 79,000 72.7%
- (15,000)
248,942 514,000 48.4%
7,218 2,479,700 0.0%
- - 0.0%
7,218 2,479,700 0.3%
241,724 (1,965,700)
11,235,830 9,028,406

* - Unaudited
42% of the fiscal year has elapsed
2020 Revenues 2020 Expenditures
YTD vs. Budgeted YTD vs. Budgeted
600,000 3,000,000
500,000 2,500,000
400,000 2,000,000
300,000 1,500,000
200,000 - 1,000,000
100,000 - 500,000
0 n T 1 0 T 1
Revenue Budget Expenditures Budget




Tax Allocation Fund
Beginning Fund Balance
Revenues:

Taxes & Fees

Earnings on Investment

Total Operating Revenues

Expenditures:
Miscellaneous

Total Expenditures
Excess (Deficiency) of Revenues and

Other Sources over Expenditures

Ending Fund Balance*

Town of Johnstown, Colorado

Statement of Revenues, Expenditures, and Changes in
Fund Balances - Tax Allocation Fund

Period Ending May 31, 2020

Unaudited
2020 2020
Actuals Adopted %
May Budget Complete
5,555 5,555
114,706 490,000 23.4%
- 100 0.0%
114,706 490,100 23.4%
114,706 490,000 23.4%
114,706 490,000 23.4%
0 100
5,555 5,655

* - Unaudited
42% of the fiscal year has elapsed
2020 Revenues 2020 Expenditures
YTD vs. Budgeted YTD vs. Budgeted
600,000 600,000
500,000 500,000
400,000 400,000
300,000 300,000
200,000 200,000
100,000 - 100,000 —:-
0 - 0 - T
Revenue Budget Expenditures Budget




Town of Johnstown, Colorado

Statement of Revenues, Expenditures, and Changes in
Fund Balances - Water Fund
Period Ending May 31, 2020

Unaudited
2020 2020
Actuals Adopted %
Water Fund May Budget Complete
Beginning Cash Balance 18,054,317 18,054,317
Revenues:
Charges for Services 795,624 2,518,000 31.6%
Total Operating Revenues 795,624 2,518,000 31.6%
Expenses:
Administration 66,310 522,550 12.7%
Operations 702,426 1,887,920 37.2%
Capital Outlay 334,737 6,853,000 4.9%
Depreciation 141,170 355,000 39.8%
Transfers Out - -
Total Operating Expenses 1,244,643 9,618,470 12.9%
Operating Income (Loss) (449,020) (7,100,470)
Non-Operating Revenues (Expenses)
Tap Fees 531,711 804,625 66.1%
Capital Investment Fees 476,171 100,000 476.2%
Misc. Revenues 127,479 2,144,000 5.9%
Interest Expense 82,053 126,000 65.1%
Total Non-Operating Revenues (Expenses) 1,217,415 3,174,625 38.3%

Excess (Deficiency) of Revenues and
Other Sources over Expenses

Ending Cash Balance*

768,395

(3,925,845)

18,822,712

14,128,472

* - Unaudited
42% of the fiscal year has elapsed

2020 Revenues 2020 Expenditures

YTD vs. Budgeted YTD vs. Budgeted
6,000,000 12,000,000
5,000,000 10,000,000
4,000,000 8,000,000
3,000,000 6,000,000
2,000,000 4,000,000
1,000,000 2,000,000

0 , o N
Revenue Budget Expenditures Budget




Sewer Fund

Beginning Cash Balance

Revenues:

Charges for Services

Total Operating Revenues

Expenses:

Administration

Operations

Capital Outlay

Depreciation

Total Operating Expenses

Operating Income (Loss)

Town of Johnstown, Colorado
Statement of Revenues, Expenditures, and Changes in

Fund Balances - Sewer Fund
Period Ending May 31, 2020

Non-Operating Revenues (Expenses)

Capital Improvement Fees

Misc. Revenues
Interest Expense
Transfers

Total Non-Operating Revenues (Expenses)

Excess (Deficiency) of Revenues and
Other Sources over Expenses

Ending Cash Balance*

Unaudited
2020 2020
Actuals Adopted %
May Budget Complete
8,393,987 8,393,987
881,696 1,950,000 45.2%
881,696 1,950,000 45.2%
56,829 310,500 18.3%
450,272 1,895,870 23.8%
516,215 10,874,000 4.7%
80,417 205,000 39.2%
1,103,733 13,285,370 8.3%
(222,037) (11,335,370)
268,220 660,000 40.6%
5,100 1,001,000 0.5%
12,458 81,000 15.4%
- 10,000,000 0.0%
285,778 11,742,000 2.4%
63,741 406,630
8,457,728 8,800,617

* - Unaudited

42% of the fiscal year has elapsed

2020 Revenues 2020 Expenditures

YTD vs. Budgeted YTD vs. Budgeted
14,000,000 14,000,000
12,000,000 12,000,000
10,000,000 10,000,000
8,000,000 8,000,000
6,000,000 6,000,000
4,000,000 4,000,000
2,000,000 2,000,000

0 [ o . NNEN
Revenue Budget Expenditures Budget




Town of Johnstown, Colorado
Statement of Revenues, Expenditures, and Changes in
Fund Balances - Drainage Fund
Period Ending May 31, 2020

Unaudited
2020 2020
Actuals Adopted %
Drainage Fund May Budget Complete
Beginning Cash Balance 3,342,074 3,342,074
Revenues:
Charges for Services 190,092 435,000 43.7%
Total Operating Revenues 190,092 435,000 43.7%
Expenses:
Administration 41,223 143,100 28.8%
Operations 102,937 345,900 29.8%
Capital Improvements 58,893 515,000 11.4%
Transfer Out - -
Total Operating Expenses 203,054 1,004,000 20.2%
Operating Income (Loss) (12,962) (569,000)
Non-Operating Revenues (Expenses)
Capital Revenues 99,619 50,000 199.2%
Misc. Revenues - -
Interest Expense 9,643 25,200 38.3%
Total Non-Operating Revenues (Expenses) 109,262 75,200 145.3%
Excess (Deficiency) of Revenues and
Other Sources over Expenses 96,301 (493,800)
Ending Cash Balance* 3,438,375 2,848,274

* - Unaudited
42% of the fiscal year has elapsed
2020 Revenues 2020 Expenditures
YTD vs. Budgeted YTD vs. Budgeted
600,000 1,200,000
500,000 1,000,000
400,000 800,000
300,000 - 600,000
200,000 - 400,000
100,000 - 200,000 -
0 A 0 -
Revenue Budget Expenditures Budget




Cemetery Perpetual Fund
Beginning Fund Balance*
Revenues:

Miscellaneous Revenue

Earnings on Investment

Total Operating Revenues

Expenditures:
Operations & Maintenance

Capital Outlay

Transfers Out

Total Expenditures

Excess (Deficiency) of Revenues and

Other Sources over Expenditures

Ending Fund Balance*

Town of Johnstown, Colorado

Statement of Revenues, Expenditures, and Changes in
Fund Balances - Cemetery Perpetual Fund

Period Ending May 31, 2020

Unaudited
2020 2020
Actuals Adopted %
May Budget Complete
125,195 125,195
2,514 903 278.4%
720 100 720.0%
3,234 1,003 322.4%
3,234 1,003
128,429 126,198

* - Unaudited
42% of the fiscal year has elapsed
2020 Revenues 2020 Expenditures
YTD vs. Budgeted YTD vs. Budgeted
3,500 1,000
3,000
800
2,500
2,000 600
1,500 400
1,000
200
500
O T O T
Revenue Budget Expenditures Budget




Library Fund
Beginning Fund Balance

Revenues:
Intergovernmental
Miscellaneous Revenue
Capital Investment Fees
Interest

Transfers In

Total Operating Revenues

Expenditures:

Operations

Capital Outlay

Total Expenditures

Excess (Deficiency) of Revenues and
Other Sources over Expenditures

Ending Fund Balance*

Town of Johnstown, Colorado
Statement of Revenues, Expenditures, and Changes in
Fund Balances - Library Fund
Period Ending May 31, 2020

Unaudited
2020 2020
Actuals Adopted %
May Budget Complete
3,491,367 3,491,367
- 824,716 0.0%
83,885 11,000 762.6%
268,112 20,000 1340.6%
1,809 1,500 120.6%
- 1,022,660 0.0%
353,806 1,879,876 18.8%
113,748 1,589,915 7.2%
- - 0.0%
113,748 1,589,915 7.2%
240,058 289,961
3,731,425 3,781,328

* - Unaudited

42% of the fiscal year has elapsed

2020 Revenues 2020 Expenditures

YTD vs. Budgeted YTD vs. Budgeted
2,000,000 2,000,000
1,600,000 1,600,000
1,200,000 1,200,000
800,000 800,000
400,000 400,000

0 - 0 I :
Revenue Budget Expenditures Budget




Town of Johnstown, Colorado
Statement of Revenues, Expenditures, and Changes in
Fund Balances - Recreation Center Fund
Period Ending May 31, 2020

Unaudited
2020 2020
Actuals Adopted %

Recreation Center Fund May Budget Complete
Beginning Fund Balance* 12,000,000 12,000,000
Revenues:
Transfers In - 600,000 0.0%
Earnings on Investment - -
Total Operating Revenues - 600,000 0.0%
Expenditures:
Operations & Maintenance - 500,000 0.0%
Capital Outlay 7,191,325 12,000,000 59.9%
Total Expenditures 7,191,325 12,500,000 57.5%
Excess (Deficiency) of Revenues and
Other Sources over Expenditures (7,191,325) (11,900,000)
Ending Fund Balance* 4,808,675 100,000

* - Unaudited
42% of the fiscal year has elapsed
2020 Revenues 2020 Expenditures
YTD vs. Budgeted YTD vs. Budgeted
700,000 14,000,000
600,000 12,000,000
500,000 10,000,000
400,000 8,000,000
300,000 6,000,000
200,000 4,000,000
100,000 2,000,000
0 T 0 T
Revenue Budget Expenditures Budget













Water and Sewer Service
Agreement






2. Water Rights Dedication.

a. Potable Supply. As a result of prior dedications and adjustments
associated with the 2534 Development, there is currently a surplus dedication credit with the
Town of approximately 31.34 acre-feet per year of potable water. The Parties and the Gerrard
Family Partnership, LLLP and Thompson Ranch Development Company have agreed that this
credit shall be applied to meet the potable water demands of the Project. Evidence of the
agreement is attached as Exhibit B.

b. Non-Potable Supply. As a result of prior dedications associated with the
2534 Development, there is currently a surplus dedication credit with the Town of approximately
173.61 acre-feet per year of non-potable water under shares from the Farmers Canal. The Parties
and the Gerrard Family Partnership, LLLP and Thompson Ranch Development Company have
agreed that this credit shall be applied to meet the non-potable water demands of the Project.
Evidence of the agreement is attached as Exhibit B.

3. Commitment to serve. Subject to Developer's performance of all the covenants
contained herein and payment of all required fees, the Town commits to provide to the Project up
to 2.82 acre-feet per year of potable water supply together with the corresponding sewer service
and up to 1.32 acre-feet per year non-potable water supply for landscape irrigation.

4. Future review of water usage and dedication requirements. In accordance
with Section 13-68(h) of the Ordinance, the Town reserves the right to review actual water usage
within the Project, at a point in time after water usage has been established, to confirm the
adequacy of the water demand projections made by the Developer, and to require additional
water rights dedication and/or cash-in-lieu payments based on actual water usage.

5. Payment of Water Court Transfer fees. The Water Court transfer fee for both
the potable water supply and non-potable water supply was previously paid to the Town as part
of the 2534 Water Bank. However, in accordance with the Ordinance, additional fees may be
required in connection with future development of any property to which all or any portion of the
surplus dedication credit is subsequently assigned pursuant to a future mutual agreement of the
parties in accordance with the Town’s Ordinance.

6. Notices. All notices, demands, or other documents required or desired to be
given, made or sent to either Party under this Agreement shall be made in writing, shall be
deemed effective upon receipt and shall be personally delivered or mailed postage prepaid,
certified mail, return receipt requested, as follows:



12.  Waiver. The waiver of any breach of any of the provisions of this Agreement by
either Party shall not constitute a continuing waiver of any subsequent breach by said Party,
concerning either the same or any other provision of this Agreement.

13.  Headings for convenience only. Paragraph headings and titles contained herein
are intended for convenience and reference only and are not intended to define, limit or describe
the scope or intent of any provision of this Agreement.

14.  Non severability. Each paragraph of this Agreement is intertwined with the
others and is not severable unless by mutual consent of the Parties hereto.

15.  Choice of laws. This Agreement and the rights and obligations of the Parties
hereto shall be governed by the laws of the State of Colorado. Venue for any claim, proceeding
or action shall be in Larimer or Weld County, State of Colorado.

16.  Entire agreement and Authorization. This Agreement constitutes the entire
agreement between the Parties related to the subject matter hereof and any prior agreements
pertaining thereto whether oral or written have been merged or integrated into this Agreement.
Each of the undersigned represents to the others that he/she is authorized by his/her respective
entity to execute this Agreement on behalf of that entity.

17.  Recordation. This Agreement may be recorded by the Town at Developer’s
expense in the office of the Clerk and Recorder of Larimer County, Colorado, and, effective as
of the date of such recordation, this Agreement shall run with the Subject Property, shall be
binding upon the Parties hereto and the permitted successors and assigns of the Developer and
shall constitute notice of this Agreement to all persons or entities not parties hereto.

*IN WITNESS WHEREOF, the Parties have executed this Agreement the day and year
first above written.

Signatures follow on separate pages



LIBERTY DEVELOPMENT, LLC
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Robin Schmeeckle
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STATE OF COLORADO )
) ss
COUNTY OF )

' cayot 1
SUBSCRIBED AND SWORN to before me this g/ 0 dayof , 2020 by Robin
Schmeeckle as the M MW of leerty Development, LLC.

NOTARY PUBLIC y Notary %bhc
30401704 [T bg V). eru,c Ld

A /)/)ﬂm/n LO 5070,
Address !
(D70, 768- 28,4
Telephone

Witness my hand and official seal.

E OF COL
NSOT'!A;RY 1D 19904012040

R MY COMMISSION EXPIRES SEPTEMBER 5, 2022 §

My Commission Expires: 9 - 5-2022




TOWN OF JOHNSTOWN, COLORADO,
a municipal corporation

By:

Gary Lebsack, Mayor

ATTEST:

By:

Diana Seele, Town Clerk



EXHIBIT A

Legal Description



Liberty Development Lot 5 Legal Description

Lot 5, 2534 Filing No. 20, being a replat of Lots 2 and 3, Block 1 of Minor
Resubdivision of Lot 25, Block 10, 2534 Filing No. 6, situate in the northwest quarter
of Section 14, Township 5 North, Range 68 West of the éth Principal Meridian, Town
of Johnstown, County of Larimer, State of Colorado.










AGENDA ITEM 7

Town Manager Report












AGENDA ITEM 10A

Public Hearing
Transfer of Hotel & Restaurant License
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GENERAL IMPROVEMENT NOTES:  1. ALL MATERIALS, WORKMANSHIP, AND CONSTRUCTION OF PUBLIC IMPROVEMENTS SHALL MEET OR EXCEED THE STANDARDS AND SPECIFICATIONS SET FORTH BY THE TOWN OF JOHNSTOWN PUBLIC IMPROVEMENT DESIGN ALL MATERIALS, WORKMANSHIP, AND CONSTRUCTION OF PUBLIC IMPROVEMENTS SHALL MEET OR EXCEED THE STANDARDS AND SPECIFICATIONS SET FORTH BY THE TOWN OF JOHNSTOWN PUBLIC IMPROVEMENT DESIGN STANDARDS. WHERE THERE IS CONFLICT BETWEEN THESE PLANS AND THE DESIGN STANDARDS, THE MOST RESTRICTIVE STANDARD SHALL APPLY.  2. ALL MATERIALS AND WORKMANSHIP SHALL BE INSPECTED AND APPROVED BY THE TOWN OF JOHNSTOWN PUBLIC WORKS DIVISION. THE TOWN RESERVES THE RIGHT TO ACCEPT OR REJECT ANY SUCH MATERIAL AND ALL MATERIALS AND WORKMANSHIP SHALL BE INSPECTED AND APPROVED BY THE TOWN OF JOHNSTOWN PUBLIC WORKS DIVISION. THE TOWN RESERVES THE RIGHT TO ACCEPT OR REJECT ANY SUCH MATERIAL AND WORKMANSHIP THAT DOES NOT CONFORM TO ITS STANDARDS AND SPECIFICATIONS. 3. THE CONTRACTOR SHALL NOTIFY THE TOWN OF JOHNSTOWN INSPECTION SECTION, (970) 587-4664, A MINIMUM OF 48 HOURS AND A MAXIMUM OF 96 HOURS PRIOR TO STARTING CONSTRUCTION. THE CONTRACTOR SHALL NOTIFY THE TOWN OF JOHNSTOWN INSPECTION SECTION, (970) 587-4664, A MINIMUM OF 48 HOURS AND A MAXIMUM OF 96 HOURS PRIOR TO STARTING CONSTRUCTION. 4. LOCATION OF EXISTING UTILITIES SHALL BE VERIFIED BY THE CONTRACTOR PRIOR TO ACTUAL CONSTRUCTION. LOCATION OF EXISTING UTILITIES SHALL BE VERIFIED BY THE CONTRACTOR PRIOR TO ACTUAL CONSTRUCTION. 5. THE CONTRACTOR SHALL HAVE AT THE JOB SITE AT ALL TIMES: ONE (1) SIGNED COPY OF THE DESIGN PLANS (ACCEPTED BY THE TOWN OF JOHNSTOWN ENGINEER); A COPY OF ANY PERMITS AND EXTENSION THE CONTRACTOR SHALL HAVE AT THE JOB SITE AT ALL TIMES: ONE (1) SIGNED COPY OF THE DESIGN PLANS (ACCEPTED BY THE TOWN OF JOHNSTOWN ENGINEER); A COPY OF ANY PERMITS AND EXTENSION AGREEMENTS NEEDED FOR THE JOB; ONE (1) COPY OF THE TOWN OF JOHNSTOWN PUBLIC IMPROVEMENT DESIGN STANDARDS PART II AND PART III.  6. A PLAN FOR TRAFFIC CONTROL DURING CONSTRUCTION SHALL BE SUBMITTED BY THE CONTRACTOR TO THE TOWN OF JOHNSTOWN PUBLIC WORKS DIVISION FOR ACCEPTANCE WITH THE PERMIT APPLICATION. AN A PLAN FOR TRAFFIC CONTROL DURING CONSTRUCTION SHALL BE SUBMITTED BY THE CONTRACTOR TO THE TOWN OF JOHNSTOWN PUBLIC WORKS DIVISION FOR ACCEPTANCE WITH THE PERMIT APPLICATION. AN EXCAVATION OR PUBLIC IMPROVEMENTS CONSTRUCTION PERMIT WILL NOT BE ISSUED WITHOUT AN APPROVED TRAFFIC CONTROL PLAN FOR TRAFFIC CONTROL DURING CONSTRUCTION. THIS CONSTRUCTION PERMIT SHALL BE NO FEE FOR TOWN OF JOHNSTOWN. PERMITS MAY BE REQUIRED FROM OTHER AGENCIES. CONTRACTOR IS RESPONSIBLE FOR OBTAINING REQUIRED PERMITS FROM OTHER AGENCIES, INCLUDING FEES. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING ANY AND ALL TRAFFIC CONTROL DEVICES AS MAY BE REQUIRED BY THE CONSTRUCTION ACTIVITIES. 7. ALL TRAFFIC CONTROL DEVICES SHALL CONFORM TO THE MOST RECENT VERSION OF THE FEDERAL MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD), THE "COLORADO SUPPLEMENTAL MUTCD" AND THE "WELD ALL TRAFFIC CONTROL DEVICES SHALL CONFORM TO THE MOST RECENT VERSION OF THE FEDERAL MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD), THE "COLORADO SUPPLEMENTAL MUTCD" AND THE "WELD COUNTY ROADWAY AND CONSTRUCTION STANDARDS" MANUAL. FURTHER SPECIFICATIONS AND ILLUSTRATIONS ARE LOCATED IN THE COLORADO DIVISION OF HIGHWAYS " M AND S STANDARDS". 8. ALL REFERENCES TO ANY PUBLISHED STANDARDS SHALL REFER TO THE LATEST REVISION OF SAID STANDARD, UNLESS SPECIFICALLY STATED OTHERWISE. ALL REFERENCES TO ANY PUBLISHED STANDARDS SHALL REFER TO THE LATEST REVISION OF SAID STANDARD, UNLESS SPECIFICALLY STATED OTHERWISE. 9. THESE PUBLIC IMPROVEMENT CONSTRUCTION PLANS SHALL BE VALID FOR A PERIOD OF THREE YEARS FROM THE DATE OF APPROVAL BY THE LOCAL ENTITY ENGINEER. USE OF THESE PLANS AFTER THE EXPIRATION THESE PUBLIC IMPROVEMENT CONSTRUCTION PLANS SHALL BE VALID FOR A PERIOD OF THREE YEARS FROM THE DATE OF APPROVAL BY THE LOCAL ENTITY ENGINEER. USE OF THESE PLANS AFTER THE EXPIRATION DATE WILL REQUIRE A NEW REVIEW AND APPROVAL PROCESS BY THE LOCAL ENTITY PRIOR TO COMMENCEMENT OF ANY WORK SHOWN IN THESE PLANS. 10. THE ENGINEER WHO HAS PREPARED THESE PLANS, BY EXECUTION AND/OR SEAL HEREOF, DOES HEREBY AFFIRM RESPONSIBILITY TO THE LOCAL ENTITY, AS BENEFICIARY OF SAID ENGINEER’S WORK, FOR ANY ERRORS THE ENGINEER WHO HAS PREPARED THESE PLANS, BY EXECUTION AND/OR SEAL HEREOF, DOES HEREBY AFFIRM RESPONSIBILITY TO THE LOCAL ENTITY, AS BENEFICIARY OF SAID ENGINEER’S WORK, FOR ANY ERRORS S WORK, FOR ANY ERRORS AND OMISSIONS CONTAINED IN THESE PLANS, AND APPROVAL OF THESE PLANS BY THE LOCAL ENTITY ENGINEER SHALL NOT RELIEVE THE ENGINEER WHO HAS PREPARED THESE PLANS OF ALL SUCH RESPONSIBILITY. FURTHER, TO THE EXTENT PERMITTED BY LAW, THE ENGINEER HEREBY AGREES TO HOLD HARMLESS AND INDEMNIFY THE LOCAL ENTITY, AND ITS OFFICERS AND EMPLOYEES, FROM AND AGAINST ALL LIABILITIES, CLAIMS, AND DEMANDS WHICH MAY ARISE FROM ANY ERRORS AND OMISSIONS CONTAINED IN THESE PLANS. 11. ALL WATER LINE CONSTRUCTION SHALL CONFORM TO THE LOCAL ENTITY STANDARDS AND SPECIFICATIONS CURRENT AT THE DATE OF APPROVAL OF THE PLANS BY THE LOCAL ENTITY ENGINEER. ALL WATER LINE CONSTRUCTION SHALL CONFORM TO THE LOCAL ENTITY STANDARDS AND SPECIFICATIONS CURRENT AT THE DATE OF APPROVAL OF THE PLANS BY THE LOCAL ENTITY ENGINEER. 12. THE TYPE, SIZE, LOCATION AND NUMBER OF ALL KNOWN UNDERGROUND UTILITIES ARE APPROXIMATE WHEN SHOWN ON THE DRAWINGS. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THE THE TYPE, SIZE, LOCATION AND NUMBER OF ALL KNOWN UNDERGROUND UTILITIES ARE APPROXIMATE WHEN SHOWN ON THE DRAWINGS. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THE EXISTENCE AND LOCATION OF ALL UNDERGROUND UTILITIES ALONG THE ROUTE OF THE WORK BEFORE COMMENCING NEW CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR UNKNOWN UNDERGROUND UTILITIES. 13. THE CONTRACTOR SHALL CONTACT THE UTILITY NOTIFICATION CENTER OF COLORADO (UNCC) AT 1-800-922-1987, AT LEAST 2 WORKING DAYS PRIOR TO BEGINNING EXCAVATION OR GRADING, TO HAVE ALL THE CONTRACTOR SHALL CONTACT THE UTILITY NOTIFICATION CENTER OF COLORADO (UNCC) AT 1-800-922-1987, AT LEAST 2 WORKING DAYS PRIOR TO BEGINNING EXCAVATION OR GRADING, TO HAVE ALL REGISTERED UTILITY LOCATIONS MARKED. OTHER UNREGISTERED UTILITY ENTITIES (I.E. DITCH / IRRIGATION COMPANY) ARE TO BE LOCATED BY CONTACTING THE RESPECTIVE REPRESENTATIVE. UTILITY SERVICE LATERALS ARE ALSO TO BE LOCATED PRIOR TO BEGINNING EXCAVATION OR GRADING. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING UTILITIES THAT CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THESE PLANS. 14. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING ALL UTILITIES DURING CONSTRUCTION AND FOR COORDINATING WITH THE APPROPRIATE UTILITY COMPANY FOR ANY UTILITY CROSSINGS REQUIRED. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING ALL UTILITIES DURING CONSTRUCTION AND FOR COORDINATING WITH THE APPROPRIATE UTILITY COMPANY FOR ANY UTILITY CROSSINGS REQUIRED. 15. IF A CONFLICT EXISTS BETWEEN EXISTING AND PROPOSED UTILITIES AND/OR A DESIGN MODIFICATION IS REQUIRED, THE CONTRACTOR SHALL COORDINATE WITH THE ENGINEER TO MODIFY THE DESIGN. DESIGN IF A CONFLICT EXISTS BETWEEN EXISTING AND PROPOSED UTILITIES AND/OR A DESIGN MODIFICATION IS REQUIRED, THE CONTRACTOR SHALL COORDINATE WITH THE ENGINEER TO MODIFY THE DESIGN. DESIGN MODIFICATION(S) MUST BE APPROVED BY THE LOCAL ENTITY PRIOR TO BEGINNING CONSTRUCTION. 16. THE CONTRACTOR SHALL COORDINATE AND COOPERATE WITH THE LOCAL ENTITY, AND ALL UTILITY COMPANIES INVOLVED, TO ASSURE THAT THE WORK IS ACCOMPLISHED IN A TIMELY FASHION AND WITH A MINIMUM THE CONTRACTOR SHALL COORDINATE AND COOPERATE WITH THE LOCAL ENTITY, AND ALL UTILITY COMPANIES INVOLVED, TO ASSURE THAT THE WORK IS ACCOMPLISHED IN A TIMELY FASHION AND WITH A MINIMUM DISRUPTION OF SERVICE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING, IN ADVANCE, ALL PARTIES AFFECTED BY ANY DISRUPTION OF ANY UTILITY SERVICE AS WELL AS THE UTILITY COMPANIES. 17. NO WORK MAY COMMENCE WITHIN ANY PUBLIC STORM WATER, SANITARY SEWER OR POTABLE WATER SYSTEM UNTIL THE CONTRACTOR NOTIFIES THE UTILITY PROVIDER. NOTIFICATION SHALL BE A MINIMUM OF 2 NO WORK MAY COMMENCE WITHIN ANY PUBLIC STORM WATER, SANITARY SEWER OR POTABLE WATER SYSTEM UNTIL THE CONTRACTOR NOTIFIES THE UTILITY PROVIDER. NOTIFICATION SHALL BE A MINIMUM OF 2 WORKING DAYS PRIOR TO COMMENCEMENT OF ANY WORK. AT THE DISCRETION OF THE WATER UTILITY PROVIDER, A PRE-CONSTRUCTION MEETING MAY BE REQUIRED PRIOR TO COMMENCEMENT OF ANY WORK. 18. THE CONTRACTOR SHALL SEQUENCE INSTALLATION OF UTILITIES IN SUCH A MANNER AS TO MINIMIZE POTENTIAL UTILITY CONFLICTS. IN GENERAL, STORM SEWER AND SANITARY SEWER SHOULD BE CONSTRUCTED THE CONTRACTOR SHALL SEQUENCE INSTALLATION OF UTILITIES IN SUCH A MANNER AS TO MINIMIZE POTENTIAL UTILITY CONFLICTS. IN GENERAL, STORM SEWER AND SANITARY SEWER SHOULD BE CONSTRUCTED PRIOR TO INSTALLATION OF THE WATER LINES AND DRY UTILITIES. 19. THE MINIMUM COVER OVER WATER LINES IS 5 FEET AND THE MAXIMUM COVER IS 6 FEET UNLESS OTHERWISE NOTED IN THE PLANS AND APPROVED BY THE WATER UTILITY. THE MINIMUM COVER OVER WATER LINES IS 5 FEET AND THE MAXIMUM COVER IS 6 FEET UNLESS OTHERWISE NOTED IN THE PLANS AND APPROVED BY THE WATER UTILITY. 20. A STATE CONSTRUCTION DEWATERING WASTEWATER DISCHARGE PERMIT IS REQUIRED IF DEWATERING IS REQUIRED IN ORDER TO INSTALL UTILITIES OR WATER IS DISCHARGED INTO A STORM SEWER, CHANNEL, A STATE CONSTRUCTION DEWATERING WASTEWATER DISCHARGE PERMIT IS REQUIRED IF DEWATERING IS REQUIRED IN ORDER TO INSTALL UTILITIES OR WATER IS DISCHARGED INTO A STORM SEWER, CHANNEL, IRRIGATION DITCH OR ANY WATERS OF THE UNITED STATES. 21. THE CONTRACTOR SHALL COMPLY WITH ALL TERMS AND CONDITIONS OF THE COLORADO PERMIT FOR STORM WATER DISCHARGE (CONTACT COLORADO DEPARTMENT OF HEALTH, WATER QUALITY CONTROL DIVISION, THE CONTRACTOR SHALL COMPLY WITH ALL TERMS AND CONDITIONS OF THE COLORADO PERMIT FOR STORM WATER DISCHARGE (CONTACT COLORADO DEPARTMENT OF HEALTH, WATER QUALITY CONTROL DIVISION, (303) 692-3590). 22. THE LOCAL ENTITY SHALL NOT BE RESPONSIBLE FOR ANY DAMAGES OR INJURIES SUSTAINED IN THIS DEVELOPMENT AS A RESULT OF GROUNDWATER SEEPAGE, WHETHER RESULTING FROM GROUNDWATER FLOODING, THE LOCAL ENTITY SHALL NOT BE RESPONSIBLE FOR ANY DAMAGES OR INJURIES SUSTAINED IN THIS DEVELOPMENT AS A RESULT OF GROUNDWATER SEEPAGE, WHETHER RESULTING FROM GROUNDWATER FLOODING, STRUCTURAL DAMAGE OR OTHER DAMAGE UNLESS SUCH DAMAGE OR INJURIES ARE SUSTAINED AS A RESULT OF THE LOCAL ENTITY FAILURE TO PROPERLY MAINTAIN ITS WATER, WASTEWATER, AND/OR STORM DRAINAGE FACILITIES IN THE DEVELOPMENT. 23. TEMPORARY EROSION CONTROL DURING CONSTRUCTION SHALL BE PROVIDED AS NOTED IN THE PLANS. ALL EROSION CONTROL MEASURES SHALL BE MAINTAINED IN GOOD REPAIR BY THE CONTRACTOR, UNTIL SUCH TEMPORARY EROSION CONTROL DURING CONSTRUCTION SHALL BE PROVIDED AS NOTED IN THE PLANS. ALL EROSION CONTROL MEASURES SHALL BE MAINTAINED IN GOOD REPAIR BY THE CONTRACTOR, UNTIL SUCH TIME AS THE ENTIRE DISTURBED AREAS IS STABILIZED WITH HARD SURFACE OR LANDSCAPING. 24. THE CONTRACTOR SHALL BE RESPONSIBLE FOR INSURING THAT NO MUD OR DEBRIS SHALL BE TRACKED ONTO THE EXISTING PUBLIC STREET SYSTEM. MUD AND DEBRIS MUST BE REMOVED WITHIN 24 HOURS BY AN THE CONTRACTOR SHALL BE RESPONSIBLE FOR INSURING THAT NO MUD OR DEBRIS SHALL BE TRACKED ONTO THE EXISTING PUBLIC STREET SYSTEM. MUD AND DEBRIS MUST BE REMOVED WITHIN 24 HOURS BY AN APPROPRIATE MECHANICAL METHOD (I.E. MACHINE BROOM SWEEP, LIGHT DUTY FRONT-END LOADER, ETC.) OR AS APPROVED BY THE LOCAL ENTITY STREET INSPECTOR. 25. NO WORK MAY COMMENCE WITHIN ANY IMPROVED OR UNIMPROVED PUBLIC RIGHT-OF-WAY UNTIL A RIGHT-OF-WAY PERMIT OR DEVELOPMENT CONSTRUCTION PERMIT IS OBTAINED, IF APPLICABLE. NO WORK MAY COMMENCE WITHIN ANY IMPROVED OR UNIMPROVED PUBLIC RIGHT-OF-WAY UNTIL A RIGHT-OF-WAY PERMIT OR DEVELOPMENT CONSTRUCTION PERMIT IS OBTAINED, IF APPLICABLE. 26. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS FOR ALL APPLICABLE AGENCIES PRIOR TO COMMENCEMENT OF CONSTRUCTION. THE CONTRACTOR SHALL NOTIFY THE LOCAL ENTITY THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS FOR ALL APPLICABLE AGENCIES PRIOR TO COMMENCEMENT OF CONSTRUCTION. THE CONTRACTOR SHALL NOTIFY THE LOCAL ENTITY ENGINEERING INSPECTOR AND THE LOCAL ENTITY EROSION CONTROL INSPECTOR AT LEAST 2 WORKING DAYS PRIOR TO THE START OF ANY EARTH DISTURBING ACTIVITY, OR CONSTRUCTION ON ANY AND ALL PUBLIC IMPROVEMENTS. IF THE LOCAL ENTITY ENGINEER IS NOT AVAILABLE AFTER PROPER NOTICE OF CONSTRUCTION ACTIVITY HAS BEEN PROVIDED, THE Contractor MAY COMMENCE WORK IN THE ENGINEER ABSENCE. HOWEVER, THE LOCAL ENTITY RESERVES THE RIGHT NOT TO ACCEPT THE IMPROVEMENT IF SUBSEQUENT TESTING REVEALS AN IMPROPER INSTALLATION. 27. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING SOILS TESTS WITHIN THE PUBLIC RIGHT-OF-WAY AFTER RIGHT OF WAY GRADING AND ALL UTILITY TRENCH WORK IS COMPLETE AND PRIOR TO THE THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING SOILS TESTS WITHIN THE PUBLIC RIGHT-OF-WAY AFTER RIGHT OF WAY GRADING AND ALL UTILITY TRENCH WORK IS COMPLETE AND PRIOR TO THE PLACEMENT OF CURB, GUTTER, SIDEWALK AND PAVEMENT. IF THE FINAL SOILS/PAVEMENT DESIGN REPORT DOES NOT CORRESPOND WITH THE DESIGN SPECIFICATIONS, THE CONTRACTOR SHALL BE RESPONSIBLE FOR A RE-DESIGN OF THE SUBJECT PAVEMENT SECTION OR, THE CONTRACTOR MAY USE THE LOCAL ENTITY’S DEFAULT PAVEMENT THICKNESS SECTION(S). REGARDLESS OF THE OPTION USED, ALL FINAL SOILS/PAVEMENT S DEFAULT PAVEMENT THICKNESS SECTION(S). REGARDLESS OF THE OPTION USED, ALL FINAL SOILS/PAVEMENT DESIGN REPORTS SHALL BE PREPARED BY A LICENSED PROFESSIONAL ENGINEER. THE FINAL REPORT SHALL BE SUBMITTED TO THE INSPECTOR A MINIMUM OF 10 WORKING DAYS PRIOR TO PLACEMENT OF BASE AND ASPHALT. PLACEMENT OF CURB, GUTTER, SIDEWALK, BASE AND ASPHALT SHALL NOT OCCUR UNTIL THE LOCAL ENTITY ENGINEER APPROVES THE FINAL REPORT. 28. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL ASPECTS OF SAFETY INCLUDING, BUT NOT LIMITED TO, EXCAVATION, TRENCHING, SHORING, TRAFFIC CONTROL, AND SECURITY. REFER TO OSHA PUBLICATION 2226, THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL ASPECTS OF SAFETY INCLUDING, BUT NOT LIMITED TO, EXCAVATION, TRENCHING, SHORING, TRAFFIC CONTROL, AND SECURITY. REFER TO OSHA PUBLICATION 2226, EXCAVATING AND TRENCHING. 29. PRIOR TO THE COMMENCEMENT OF ANY CONSTRUCTION THAT WILL AFFECT TRAFFIC SIGNS OF ANY TYPE, THE CONTRACTOR SHALL CONTACT LOCAL ENTITY TRAFFIC OPERATIONS DEPARTMENT, WHO WILL TEMPORARILY PRIOR TO THE COMMENCEMENT OF ANY CONSTRUCTION THAT WILL AFFECT TRAFFIC SIGNS OF ANY TYPE, THE CONTRACTOR SHALL CONTACT LOCAL ENTITY TRAFFIC OPERATIONS DEPARTMENT, WHO WILL TEMPORARILY REMOVE OR RELOCATE THE SIGN AT NO COST TO THE CONTRACTOR; HOWEVER, IF THE CONTRACTOR MOVES THE TRAFFIC SIGN THEN THE CONTRACTOR WILL BE CHARGED FOR THE LABOR, MATERIALS AND EQUIPMENT TO REINSTALL THE SIGN AS NEEDED. 30. THE CONTRACTOR IS RESPONSIBLE FOR ALL COSTS FOR THE REPLACEMENT INSTALLATION OF TRAFFIC SIGNING AND STRIPING FOR THE CONSTRUCTION RELATED TO THE DEVELOPMENT’S LOCAL STREET OPERATIONS. I THE CONTRACTOR IS RESPONSIBLE FOR ALL COSTS FOR THE REPLACEMENT INSTALLATION OF TRAFFIC SIGNING AND STRIPING FOR THE CONSTRUCTION RELATED TO THE DEVELOPMENT’S LOCAL STREET OPERATIONS. I S LOCAL STREET OPERATIONS. I 31. THERE SHALL BE NO SITE CONSTRUCTION ACTIVITIES ON SATURDAYS, UNLESS SPECIFICALLY APPROVED BY THE LOCAL ENTITY ENGINEER, AND NO SITE CONSTRUCTION ACTIVITIES ON SUNDAYS OR HOLIDAYS, UNLESS THERE SHALL BE NO SITE CONSTRUCTION ACTIVITIES ON SATURDAYS, UNLESS SPECIFICALLY APPROVED BY THE LOCAL ENTITY ENGINEER, AND NO SITE CONSTRUCTION ACTIVITIES ON SUNDAYS OR HOLIDAYS, UNLESS THERE IS PRIOR WRITTEN APPROVAL BY THE LOCAL ENTITY. 32. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING ALL LABOR AND MATERIALS NECESSARY FOR THE COMPLETION OF THE INTENDED IMPROVEMENTS, SHOWN ON THESE DRAWINGS, OR DESIGNATED TO BE PROVIDED, THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING ALL LABOR AND MATERIALS NECESSARY FOR THE COMPLETION OF THE INTENDED IMPROVEMENTS, SHOWN ON THESE DRAWINGS, OR DESIGNATED TO BE PROVIDED, INSTALLED, OR CONSTRUCTED, UNLESS SPECIFICALLY NOTED OTHERWISE. 33. DIMENSIONS FOR LAYOUT AND CONSTRUCTION ARE NOT TO BE SCALED FROM ANY DRAWING. IF PERTINENT DIMENSIONS ARE NOT SHOWN, CONTACT THE DESIGNER FOR CLARIFICATION, AND ANNOTATE THE DIMENSION DIMENSIONS FOR LAYOUT AND CONSTRUCTION ARE NOT TO BE SCALED FROM ANY DRAWING. IF PERTINENT DIMENSIONS ARE NOT SHOWN, CONTACT THE DESIGNER FOR CLARIFICATION, AND ANNOTATE THE DIMENSION ON THE AS-BUILT RECORD DRAWINGS. 34. IF, DURING THE CONSTRUCTION PROCESS, CONDITIONS ARE ENCOUNTERED WHICH COULD INDICATE A SITUATION THAT IS NOT IDENTIFIED IN THE PLANS OR SPECIFICATIONS, THE CONTRACTOR SHALL CONTACT THE IF, DURING THE CONSTRUCTION PROCESS, CONDITIONS ARE ENCOUNTERED WHICH COULD INDICATE A SITUATION THAT IS NOT IDENTIFIED IN THE PLANS OR SPECIFICATIONS, THE CONTRACTOR SHALL CONTACT THE DESIGNER AND THE LOCAL ENTITY ENGINEER IMMEDIATELY. 35. THE CONTRACTOR SHALL BE RESPONSIBLE FOR RECORDING AS-BUILT INFORMATION ON A SET OF RECORD DRAWINGS KEPT ON THE CONSTRUCTION SITE, AND AVAILABLE TO THE LOCAL ENTITY’S INSPECTOR AT ALL THE CONTRACTOR SHALL BE RESPONSIBLE FOR RECORDING AS-BUILT INFORMATION ON A SET OF RECORD DRAWINGS KEPT ON THE CONSTRUCTION SITE, AND AVAILABLE TO THE LOCAL ENTITY’S INSPECTOR AT ALL S INSPECTOR AT ALL TIMES. UPON COMPLETION OF THE WORK, THE CONTRACTOR(S) SHALL SUBMIT RECORD DRAWINGS TO THE LOCAL ENTITY ENGINEER. 36. BENCHMARK: PROJECT BENCH MARK IS A CDOT 3 1/2" ALUMINUM CAP WEST OF THE GUARD RAIL BETWEEN THE FRONTAGE ROAD AND INTERSTATE, APROXIMATELY 25' SOUTH OF THE RAILROAD. THE BENCHMARK BENCHMARK: PROJECT BENCH MARK IS A CDOT 3 1/2" ALUMINUM CAP WEST OF THE GUARD RAIL BETWEEN THE FRONTAGE ROAD AND INTERSTATE, APROXIMATELY 25' SOUTH OF THE RAILROAD. THE BENCHMARK  PROJECT BENCH MARK IS A CDOT 3 1/2" ALUMINUM CAP WEST OF THE GUARD RAIL BETWEEN THE FRONTAGE ROAD AND INTERSTATE, APROXIMATELY 25' SOUTH OF THE RAILROAD. THE BENCHMARK HAS A NAVD 88 ELEV. 4904.72 FEET.  37. ALL STATIONING IS BASED ON CENTERLINE OF THE WATERLINE CONSTRUCTION, UNLESS OTHERWISE NOTED. ALL STATIONING IS BASED ON CENTERLINE OF THE WATERLINE CONSTRUCTION, UNLESS OTHERWISE NOTED. 38. DAMAGED CURB, GUTTER AND SIDEWALK EXISTING PRIOR TO CONSTRUCTION, AS WELL AS EXISTING FENCES, TREES, STREETS, SIDEWALKS, CURBS AND GUTTERS, LANDSCAPING, STRUCTURES, AND IMPROVEMENTS DAMAGED CURB, GUTTER AND SIDEWALK EXISTING PRIOR TO CONSTRUCTION, AS WELL AS EXISTING FENCES, TREES, STREETS, SIDEWALKS, CURBS AND GUTTERS, LANDSCAPING, STRUCTURES, AND IMPROVEMENTS DESTROYED, DAMAGED OR REMOVED DUE TO CONSTRUCTION OF THIS PROJECT, SHALL BE REPLACED OR RESTORED IN LIKE KIND AT THE CONTRACTOR'S EXPENSE, UNLESS OTHERWISE INDICATED ON THESE PLANS, PRIOR TO THE ACCEPTANCE OF COMPLETED IMPROVEMENTS. 39. WHEN AN EXISTING ASPHALT STREET MUST BE CUT, THE STREET MUST BE RESTORED TO A CONDITION EQUAL TO OR BETTER THAN ITS ORIGINAL CONDITION. THE EXISTING STREET CONDITION SHALL BE DOCUMENTED WHEN AN EXISTING ASPHALT STREET MUST BE CUT, THE STREET MUST BE RESTORED TO A CONDITION EQUAL TO OR BETTER THAN ITS ORIGINAL CONDITION. THE EXISTING STREET CONDITION SHALL BE DOCUMENTED BY THE LOCAL ENTITY CONSTRUCTION INSPECTOR BEFORE ANY CUTS ARE MADE. PATCHING SHALL BE DONE IN ACCORDANCE WITH THE LOCAL ENTITY STREET REPAIR STANDARDS. THE FINISHED PATCH SHALL BLEND IN SMOOTHLY INTO THE EXISTING SURFACE. ALL LARGE PATCHES SHALL BE PAVED WITH AN ASPHALT LAY-DOWN MACHINE. IN STREETS WHERE MORE THAN ONE CUT IS MADE, AN OVERLAY OF THE ENTIRE STREET WIDTH, INCLUDING THE PATCHED AREA, MAY BE REQUIRED. THE DETERMINATION OF NEED FOR A COMPLETE OVERLAY SHALL BE MADE BY THE LOCAL ENTITY ENGINEER AND/OR THE LOCAL ENTITY INSPECTOR AT THE TIME THE CUTS ARE MADE. 40. UPON COMPLETION OF CONSTRUCTION, THE SITE SHALL BE CLEANED AND RESTORED TO A CONDITION EQUAL TO, OR BETTER THAN, THAT WHICH EXISTED BEFORE CONSTRUCTION, OR TO THE GRADES AND CONDITION UPON COMPLETION OF CONSTRUCTION, THE SITE SHALL BE CLEANED AND RESTORED TO A CONDITION EQUAL TO, OR BETTER THAN, THAT WHICH EXISTED BEFORE CONSTRUCTION, OR TO THE GRADES AND CONDITION AS REQUIRED BY THESE PLANS. 41. STANDARD HANDICAP RAMPS ARE TO BE CONSTRUCTED AS NOTED IN THESE PLANS. STANDARD HANDICAP RAMPS ARE TO BE CONSTRUCTED AS NOTED IN THESE PLANS. 42. AFTER ACCEPTANCE BY THE LOCAL ENTITY, PUBLIC IMPROVEMENTS DEPICTED IN THESE PLANS SHALL BE GUARANTEED TO BE FREE FROM MATERIAL AND WORKMANSHIP DEFECTS FOR A MINIMUM PERIOD OF TWO AFTER ACCEPTANCE BY THE LOCAL ENTITY, PUBLIC IMPROVEMENTS DEPICTED IN THESE PLANS SHALL BE GUARANTEED TO BE FREE FROM MATERIAL AND WORKMANSHIP DEFECTS FOR A MINIMUM PERIOD OF TWO YEARS FROM THE DATE OF ACCEPTANCE. DEMOLITION NOTES: : 1. ALL DEMOLITION SHALL BE STRICTLY IN CONFORMANCE WITH THE REGULATIONS, AS SET FORTH BY THE TOWN OF JOHNSTOWN. ALL DEMOLITION SHALL BE STRICTLY IN CONFORMANCE WITH THE REGULATIONS, AS SET FORTH BY THE TOWN OF JOHNSTOWN. 2. CONTRACTOR SHALL PAY FOR ALL PERMITS, LICENSES OR FEES, AS REQUIRED BY THE TOWN.  CONTRACTOR SHALL PAY FOR ALL PERMITS, LICENSES OR FEES, AS REQUIRED BY THE TOWN.  3. EXTENT OF DEMOLITION WORK AS SHOWN ON DRAWINGS. DEMOLITION INCLUDES COMPLETE WRECKING OF EXISTING IMPROVEMENTS, REMOVAL AND DISPOSAL OF DEMOLISHED MATERIALS. EXTENT OF DEMOLITION WORK AS SHOWN ON DRAWINGS. DEMOLITION INCLUDES COMPLETE WRECKING OF EXISTING IMPROVEMENTS, REMOVAL AND DISPOSAL OF DEMOLISHED MATERIALS. 4. TRAFFIC: CONDUCT DEMOLITION OPERATIONS AND REMOVAL OF DEBRIS TO ENSURE MINIMUM INTERFERENCE WITH ROADS, STREETS, WALKS, AND OTHER ADJACENT OCCUPIED FACILITIES. DO NOT CLOSE OR OBSTRUCT TRAFFIC: CONDUCT DEMOLITION OPERATIONS AND REMOVAL OF DEBRIS TO ENSURE MINIMUM INTERFERENCE WITH ROADS, STREETS, WALKS, AND OTHER ADJACENT OCCUPIED FACILITIES. DO NOT CLOSE OR OBSTRUCT STREETS, WALKS OR OTHER OCCUPIED OR USED FACILITIES WITHOUT PERMISSION FROM THE TOWN. 5. PROTECTIONS: ENSURE SAFE PASSAGE OF PERSONS AROUND AREA OF DEMOLITION. CONDUCT OPERATIONS TO PREVENT INJURY TO ADJACENT BUILDINGS, STRUCTURES, OTHER FACILITIES, AND PERSONS. PROTECTIONS: ENSURE SAFE PASSAGE OF PERSONS AROUND AREA OF DEMOLITION. CONDUCT OPERATIONS TO PREVENT INJURY TO ADJACENT BUILDINGS, STRUCTURES, OTHER FACILITIES, AND PERSONS. 6. DAMAGES: PROMPTLY REPAIR DAMAGES CAUSED TO ADJACENT FACILITIES BY DEMOLITION OPERATIONS AT NO COST TO OWNER.  DAMAGES: PROMPTLY REPAIR DAMAGES CAUSED TO ADJACENT FACILITIES BY DEMOLITION OPERATIONS AT NO COST TO OWNER.  7. UTILITY SERVICES: RELOCATE, DISCONNECT AND SEAL (AT POINT OF CONNECTION) UTILITIES SERVING STRUCTURES TO BE DEMOLISHED PRIOR TO START OF DEMOLITION WORK. GENERAL CONTRACTOR TO NOTIFY UTILITY SERVICES: RELOCATE, DISCONNECT AND SEAL (AT POINT OF CONNECTION) UTILITIES SERVING STRUCTURES TO BE DEMOLISHED PRIOR TO START OF DEMOLITION WORK. GENERAL CONTRACTOR TO NOTIFY TELEPHONE, GAS AND ELECTRICAL COMPANIES. 8. POLLUTION CONTROLS: USE WATER SPRINKLING, TEMPORARY ENCLOSURES, AND OTHER SUITABLE METHODS TO LIMIT DUST AND DIRT RISING AND SCATTERING IN AIR TO LOWEST PRACTICAL LEVEL.  COMPLY WITH POLLUTION CONTROLS: USE WATER SPRINKLING, TEMPORARY ENCLOSURES, AND OTHER SUITABLE METHODS TO LIMIT DUST AND DIRT RISING AND SCATTERING IN AIR TO LOWEST PRACTICAL LEVEL.  COMPLY WITH GOVERNMENTAL REGULATIONS PERTAINING TO ENVIRONMENTAL PROTECTION. 9. BELOW-GRADE CONSTRUCTION: DEMOLISH AND REMOVE BELOW-GRADE CONSTRUCTION AND ALL FOOTINGS, CONCRETE SLAB AND UNDERGROUND UTILITY LINES, UNLESS OTHERWISE NOTED. BELOW-GRADE CONSTRUCTION: DEMOLISH AND REMOVE BELOW-GRADE CONSTRUCTION AND ALL FOOTINGS, CONCRETE SLAB AND UNDERGROUND UTILITY LINES, UNLESS OTHERWISE NOTED. 10. FILLING BELOW-GRADE VOIDS: COMPLETELY FILL BELOW-GRADE AREAS AND VOIDS RESULTING FROM DEMOLITION OF EXISTING STRUCTURES. FILLING BELOW-GRADE VOIDS: COMPLETELY FILL BELOW-GRADE AREAS AND VOIDS RESULTING FROM DEMOLITION OF EXISTING STRUCTURES. A. USE SATISFACTORY SOIL MATERIALS CONSISTING OF STONE GRAVEL, AND SAND, FREE FROM DEBRIS, TRASH, FROZEN MATERIALS, ROOTS AND OTHER ORGANIC MATTER, AS RECOMMENDED BY SOILS REPORT. USE SATISFACTORY SOIL MATERIALS CONSISTING OF STONE GRAVEL, AND SAND, FREE FROM DEBRIS, TRASH, FROZEN MATERIALS, ROOTS AND OTHER ORGANIC MATTER, AS RECOMMENDED BY SOILS REPORT. B. PRIOR TO PLACEMENT OF FILL MATERIALS, ENSURE THAT AREAS TO BE FILLED ARE FREE OF STANDING WATER, TRASH AND DEBRIS. PRIOR TO PLACEMENT OF FILL MATERIALS, ENSURE THAT AREAS TO BE FILLED ARE FREE OF STANDING WATER, TRASH AND DEBRIS. C. PLACE FILL MATERIALS IN HORIZONTAL LAYERS NOT EXCEEDING 8" IN LOOSE DEPTH. COMPACT EACH LAYER AT OPTIMUM MOISTURE CONTENT OF FILL MATERIAL TO A DENSITY EQUAL TO ORIGINAL ADJACENT GROUND, PLACE FILL MATERIALS IN HORIZONTAL LAYERS NOT EXCEEDING 8" IN LOOSE DEPTH. COMPACT EACH LAYER AT OPTIMUM MOISTURE CONTENT OF FILL MATERIAL TO A DENSITY EQUAL TO ORIGINAL ADJACENT GROUND, UNLESS SUBSEQUENT EXCAVATION FOR NEW WORK IS REQUIRED. D. AFTER FILL PLACEMENT AND COMPACTION, GRADE SURFACE TO MEET ADJACENT CONTOURS.  CONTRACTOR IS RESPONSIBLE FOR SOILS COMPACTION TESTS.  COMPACTION TEST SHALL MEET ALL REQUIREMENTS OF AFTER FILL PLACEMENT AND COMPACTION, GRADE SURFACE TO MEET ADJACENT CONTOURS.  CONTRACTOR IS RESPONSIBLE FOR SOILS COMPACTION TESTS.  COMPACTION TEST SHALL MEET ALL REQUIREMENTS OF THE TOWN. 11. DISPOSAL: REMOVE FROM SITE ALL DEBRIS, RUBBISH, AND OTHER MATERIALS RESULTING FROM DEMOLITION OPERATIONS. BURNING OF REMOVED MATERIALS FROM DEMOLISHED STRUCTURE WILL NOT BE PERMITTED ON DISPOSAL: REMOVE FROM SITE ALL DEBRIS, RUBBISH, AND OTHER MATERIALS RESULTING FROM DEMOLITION OPERATIONS. BURNING OF REMOVED MATERIALS FROM DEMOLISHED STRUCTURE WILL NOT BE PERMITTED ON SITE. 12. SITE CLEARING: REMOVE TREES, SHRUBS, GRASS, AND OTHER VEGETATION, INCLUDING ALL ROOT SYSTEMS, IMPROVEMENTS, OR OBSTRUCTIONS AS INDICATED. SITE CLEARING: REMOVE TREES, SHRUBS, GRASS, AND OTHER VEGETATION, INCLUDING ALL ROOT SYSTEMS, IMPROVEMENTS, OR OBSTRUCTIONS AS INDICATED. 13. FINISH SITE CONDITION: THE FINISH GROUND SURFACES SHALL BE LEFT IN SMOOTH, UNIFORM GRADED CONDITION. FINISH SITE CONDITION: THE FINISH GROUND SURFACES SHALL BE LEFT IN SMOOTH, UNIFORM GRADED CONDITION. 14. THIS DEMOLITION PLAN IS NOT INTENDED TO, AND DOES NOT DETERMINE THE METHOD, DETAILS, AND MEANS OF PERFORMING THE DEMOLITION. THIS PLAN MAKES NO INQUIRY OR DETERMINATION AS TO THE THIS DEMOLITION PLAN IS NOT INTENDED TO, AND DOES NOT DETERMINE THE METHOD, DETAILS, AND MEANS OF PERFORMING THE DEMOLITION. THIS PLAN MAKES NO INQUIRY OR DETERMINATION AS TO THE EXISTENCE OF ANY HAZARDOUS OR TOXIC MATERIALS EXISTING ON THE SITE OR IN THE BUILDINGS. 

AutoCAD SHX Text
EROSION CONTROL NOTES: 1. CONTRACTOR SHALL INSTALL ALL PERIMETER SEDIMENT AND EROSION CONTROL DEVICES BEFORE COMMENCING GRADING ACTIVITIES. THE CONTRACTOR SHALL LIMIT TOPSOIL STRIPPING OPERATIONS TO WITHIN THE AREAS IN WHICH THEY CONTRACTOR SHALL INSTALL ALL PERIMETER SEDIMENT AND EROSION CONTROL DEVICES BEFORE COMMENCING GRADING ACTIVITIES. THE CONTRACTOR SHALL LIMIT TOPSOIL STRIPPING OPERATIONS TO WITHIN THE AREAS IN WHICH THEY WILL BE IMMEDIATELY WORKING. THE CONSTRUCTION OF UNDERGROUND UTILITIES SHALL BE INCLUDED AS A LAND DISTURBING ACTIVITY. ALL EXCAVATED MATERIAL SHALL BE PLACED WHERE SEDIMENT WILL ERODE BACK INTO THE TRENCH. ALL TRENCHES SHALL BE BACKFILLED BY THE END OF THE DAYS WORK. BACKFILL SHALL BE PERMANENTLY STABILIZED BEFORE CONSTRUCTION IS CONSIDERED COMPLETE. 2. ALL DISTURBED AREAS AND SOIL STOCKPILES SHALL BE ADEQUATELY STABILIZED . ALL DISTURBED SOILS AND SOIL STOCKPILES SHALL BE WATERED AND MAINTAINED IN A ROUGHENED CONDITION AT ALL TIMES DURING CONSTRUCTION ALL DISTURBED AREAS AND SOIL STOCKPILES SHALL BE ADEQUATELY STABILIZED . ALL DISTURBED SOILS AND SOIL STOCKPILES SHALL BE WATERED AND MAINTAINED IN A ROUGHENED CONDITION AT ALL TIMES DURING CONSTRUCTION ACTIVITIES TO PREVENT WIND-CAUSED EROSION. ALL LAND DISTURBING ACTIVITIES WILL BE IMMEDIATELY DISCONTINUED WHEN FUGITIVE DUST IMPACTS ADJACENT PROPERTIES, AS DETERMINED BY THE CITY INSPECTOR. IF DISTURBED AREAS OR STOCKPILES ARE NOT BROUGHT TO FINAL GRADE WITHIN 30 DAYS FOLLOWING THE INITIAL DISTURBANCE, OR RE-DISTURBANCE, TEMPORARY STABILIZATION MEASURES SHALL BE REQUIRED. NO SOIL STOCKPILE SHALL EXCEED TEN (10) FEET IN HEIGHT. ALL SOIL STOCKPILE SIDE SLOPES SHALL NOT EXCEED A SLOPE OF 4V:1H. 3. ALL STORM SEWER INLETS SHALL BE PROTECTED FROM THE ENTRY OF SEDIMENT-LADEN WATER. ALL STORM SEWER INLETS SHALL BE PROTECTED FROM THE ENTRY OF SEDIMENT-LADEN WATER. 4. INSPECTION OF ALL EROSION AND SEDIMENT CONTROL BMP'S SHALL BE REQUIRED AT THE END OF EACH DAY'S WORK, WITH NECESSARY MAINTENANCE AND REPAIRS PROVIDED IMMEDIATELY. ALL PUBLIC RIGHT-OF-WAY POLLUTED WITH INSPECTION OF ALL EROSION AND SEDIMENT CONTROL BMP'S SHALL BE REQUIRED AT THE END OF EACH DAY'S WORK, WITH NECESSARY MAINTENANCE AND REPAIRS PROVIDED IMMEDIATELY. ALL PUBLIC RIGHT-OF-WAY POLLUTED WITH DIRT, MUD, OR DEBRIS SHALL BE SWEPT CLEAN AT THE END OF EACH DAYS WORK OR AFTER STORM EVENTS, AS NECESSARY. ALL TEMPORARY AND PERIMETER EROSION AND SEDIMENT CONTROL MEASURES SHALL BE REMOVED AS SOON AS THEIR FUNCTION HAS BEEN FULFILLED. SEDIMENT TRAPS/BASINS SHALL BE CLEANED AND REMOVED, OR STABILIZED WHEN ALL UPSTREAM AREAS ARE PERMANENTLY STABILIZED. THE SITE CONTRACTOR IS RESPONSIBLE FOR PROPERLY DISPOSING OF ALL SEDIMENT FROM THE SITE, IF IT IS NOT REUSABLE ON SITE. 5. ALL CONSTRUCTION SUPPLIES OR MATERIALS USED OR STORED ON SITE MUST BE DISPOSED OF PROPERLY AND MUST MEET ALL APPLICABLE MATERIALS SAFETY DATA SHEET CRITERIA. ALL CONSTRUCTION SUPPLIES OR MATERIALS USED OR STORED ON SITE MUST BE DISPOSED OF PROPERLY AND MUST MEET ALL APPLICABLE MATERIALS SAFETY DATA SHEET CRITERIA. 6. THE STATE STORMWATER DISCHARGE PERMIT HOLDER MAY BE LIABLE FOR ANY VIOLATIONS RESULTING FROM THE ACTIONS TAKEN BY SITE CONTRACTORS, SUBCONTRACTORS, MAINTENANCE CREWS, ETC. THE STATE STORMWATER DISCHARGE PERMIT HOLDER MAY BE LIABLE FOR ANY VIOLATIONS RESULTING FROM THE ACTIONS TAKEN BY SITE CONTRACTORS, SUBCONTRACTORS, MAINTENANCE CREWS, ETC. 7. THERE ARE NO WATER BODIES ON-SITE. THERE ARE NO WATER BODIES ON-SITE. WATERLINE NOTES: 1. ALL WATERLINE CONSTRUCTION IS SUBJECT TO THE GENERAL NOTES AS WELL AS THESE WATER LINE CONSTRUCTION NOTES AND THE SPECIFICATIONS. ALL WATERLINE CONSTRUCTION IS SUBJECT TO THE GENERAL NOTES AS WELL AS THESE WATER LINE CONSTRUCTION NOTES AND THE SPECIFICATIONS. 2. ALL WATER MATERIALS, CONSTRUCTION, AND TESTING SHALL MEET THE REQUIREMENTS OF THE TOWN OF JOHNSTOWN STANDARDS AND SPECIFICATIONS. ALL WATER MATERIALS, CONSTRUCTION, AND TESTING SHALL MEET THE REQUIREMENTS OF THE TOWN OF JOHNSTOWN STANDARDS AND SPECIFICATIONS. 3. WATER SERVICE LINE SPECIFICATIONS: WATER SERVICE LINE SPECIFICATIONS: A. CORPORATION STOPS SHALL HAVE INLET THREADED CC TYPE, OUTLET COPPER COMPRESSION OR FLARE, NO SOLDERING WILL BE ALLOWED. CORPORATION STOPS SHALL HAVE INLET THREADED CC TYPE, OUTLET COPPER COMPRESSION OR FLARE, NO SOLDERING WILL BE ALLOWED. B. SERVICE SADDLES SHALL BE “O” RING GASKET, DOUBLE BAND, OR HINGE PIN CC THREAD, ¾ INCH - 2 INCH COPPER. SERVICE SADDLES SHALL BE “O” RING GASKET, DOUBLE BAND, OR HINGE PIN CC THREAD, ¾ INCH - 2 INCH COPPER. O” RING GASKET, DOUBLE BAND, OR HINGE PIN CC THREAD, ¾ INCH - 2 INCH COPPER.  RING GASKET, DOUBLE BAND, OR HINGE PIN CC THREAD, ¾ INCH - 2 INCH COPPER.  INCH - 2 INCH COPPER. C. CURB STOP STYLE SHALL BE COMPRESSION OR FLARED COPPER BOTH ENDS, MINNEAPOLIS PATTERN VALVE-THREADS AROUND TO ALLOW MINNEAPOLIS STYLE CURB BOX. CURB STOP STYLE SHALL BE COMPRESSION OR FLARED COPPER BOTH ENDS, MINNEAPOLIS PATTERN VALVE-THREADS AROUND TO ALLOW MINNEAPOLIS STYLE CURB BOX. D. CURB BOX SHALL HAVE MINNEAPOLIS BASE EXTENSION TYPE CURB BOXES, CAST IRON LID AND BASE WITH BRASS PENTAGON HEAD PLUG USING A 1 ½ INCH UPPER SECTION.  CURB BOX SHALL HAVE MINNEAPOLIS BASE EXTENSION TYPE CURB BOXES, CAST IRON LID AND BASE WITH BRASS PENTAGON HEAD PLUG USING A 1 ½ INCH UPPER SECTION.  4. ALL WATER VALVES SHALL OPEN LEFT. ALL WATER VALVES SHALL OPEN LEFT. 5. THE MINIMUM COVER OVER THE WATER LINE IS 5 FEET AND THE MAXIMUM COVER IS 6 FEET UNLESS OTHERWISE NOTED IN THE PLANS AND APPROVED BY THE TOWN. THE MINIMUM COVER OVER THE WATER LINE IS 5 FEET AND THE MAXIMUM COVER IS 6 FEET UNLESS OTHERWISE NOTED IN THE PLANS AND APPROVED BY THE TOWN. 6. ALL WATER LINES SHALL BE BEDDED IN ACCORDANCE WITH THE STANDARD DETAILS. ALL WATER LINES SHALL BE BEDDED IN ACCORDANCE WITH THE STANDARD DETAILS. 7. ALL VALVE BOXES WILL BE ADJUSTED TO THE FINAL ROAD OR SURFACE GRADE BY THE CONTRACTOR.  ALL VALVE BOXES WILL BE ADJUSTED TO THE FINAL ROAD OR SURFACE GRADE BY THE CONTRACTOR.  8. ALL WATER LINES SHALL BE TESTED IN ACCORDANCE WITH THE REQUIREMENTS OF THE TOWN OF JOHNSTOWN STANDARDS. THE CONTRACTOR SHALL FURNISH ALL MATERIALS AND PERFORM ALL PROCEDURES FOR TESTING, FLUSHING ALL WATER LINES SHALL BE TESTED IN ACCORDANCE WITH THE REQUIREMENTS OF THE TOWN OF JOHNSTOWN STANDARDS. THE CONTRACTOR SHALL FURNISH ALL MATERIALS AND PERFORM ALL PROCEDURES FOR TESTING, FLUSHING AND DISINFECTING THE INSTALLED WATER LINES. TESTING SHALL BE DONE IN THE PRESENCE OF THE PUBLIC WORKS INSPECTOR. 9. DISTANCES FOR WATER LINES ARE HORIZONTAL DISTANCE BETWEEN THE CENTER OF THE FITTINGS. THEREFORE DISTANCES SHOWN ON THE PLANS ARE APPROXIMATE AND COULD VARY DUE TO VERTICAL ALIGNMENT AND FITTING DISTANCES FOR WATER LINES ARE HORIZONTAL DISTANCE BETWEEN THE CENTER OF THE FITTINGS. THEREFORE DISTANCES SHOWN ON THE PLANS ARE APPROXIMATE AND COULD VARY DUE TO VERTICAL ALIGNMENT AND FITTING DIMENSIONS. 10. TRACER WIRE SHALL BE USED FOR ALL NON-METALLIC WATER MAINS. TRACER WIRE SHALL BE CONTINUITY TESTED AND APPROVED PRIOR TO PLACEMENT OF FILL AND STREET REPAIRS. TRACER WIRE SHALL BE USED FOR ALL NON-METALLIC WATER MAINS. TRACER WIRE SHALL BE CONTINUITY TESTED AND APPROVED PRIOR TO PLACEMENT OF FILL AND STREET REPAIRS. 11. PVC WATER MAINS SHALL BE C900 DR18/P235.  PVC WATER MAINS SHALL BE C900 DR18/P235.  12. ALL WATER SERVICES SHALL BE TYPE K COPPER. ALL WATER SERVICES SHALL BE TYPE K COPPER. 13. MATERIALS AND WORKMANSHIP SHALL CONFORM TO THE LATEST TOWN OF JOHNSTOWN PUBLIC IMPROVEMENT DESIGN STANDARDS PART III WATER DESIGN STANDARDS AND SPECIFICATIONS AND WORK SHALL BE SUBJECT TO INSPECTION MATERIALS AND WORKMANSHIP SHALL CONFORM TO THE LATEST TOWN OF JOHNSTOWN PUBLIC IMPROVEMENT DESIGN STANDARDS PART III WATER DESIGN STANDARDS AND SPECIFICATIONS AND WORK SHALL BE SUBJECT TO INSPECTION AND APPROVAL BY AUTHORIZED TOWN OF JOHNSTOWN PERSONNEL. 14. THE CONTRACTOR SHALL WARRANT ALL WORK TO BE FREE OF DEFECTS IN WORKMANSHIP OR MATERIAL FOR A PERIOD OF TWO (2) YEARS FROM THE DATE OF COMPLETION OF ALL CONSTRUCTION. THE DETERMINATION TO REPAIR OR THE CONTRACTOR SHALL WARRANT ALL WORK TO BE FREE OF DEFECTS IN WORKMANSHIP OR MATERIAL FOR A PERIOD OF TWO (2) YEARS FROM THE DATE OF COMPLETION OF ALL CONSTRUCTION. THE DETERMINATION TO REPAIR OR REPLACE THE WORK SHALL REST ENTIRELY WITH THE TOWN OF JOHNSTOWN. 15. DO NOT LAY PIPE IN THE FOLLOWING CONDITIONS: IN WATER; IN UNSUITABLE WEATHER CONDITIONS; OR IN UNSTABLE TRENCH CONDITIONS. DO NOT LAY PIPE IN THE FOLLOWING CONDITIONS: IN WATER; IN UNSUITABLE WEATHER CONDITIONS; OR IN UNSTABLE TRENCH CONDITIONS. 16. PREVENT ANY FOREIGN MATERIAL FROM ENTERING THE PIPE DURING CONSTRUCTION. PREVENT ANY FOREIGN MATERIAL FROM ENTERING THE PIPE DURING CONSTRUCTION. 17. THE CONTRACTOR SHALL FURNISH THE ENGINEER “AS-CONSTRUCTED” LOCATIONS OF INSTALLED FACILITIES AND THIS IN TURN SHALL BE SUBMITTED TO THE TOWN OF JOHNSTOWN ON “AS-BUILT” PLANS, PREPARED BY THE ENGINEER. THE CONTRACTOR SHALL FURNISH THE ENGINEER “AS-CONSTRUCTED” LOCATIONS OF INSTALLED FACILITIES AND THIS IN TURN SHALL BE SUBMITTED TO THE TOWN OF JOHNSTOWN ON “AS-BUILT” PLANS, PREPARED BY THE ENGINEER. AS-CONSTRUCTED” LOCATIONS OF INSTALLED FACILITIES AND THIS IN TURN SHALL BE SUBMITTED TO THE TOWN OF JOHNSTOWN ON “AS-BUILT” PLANS, PREPARED BY THE ENGINEER.  LOCATIONS OF INSTALLED FACILITIES AND THIS IN TURN SHALL BE SUBMITTED TO THE TOWN OF JOHNSTOWN ON “AS-BUILT” PLANS, PREPARED BY THE ENGINEER. AS-BUILT” PLANS, PREPARED BY THE ENGINEER.  PLANS, PREPARED BY THE ENGINEER. 18. A PRECONSTRUCTION MEETING SHALL BE HELD BETWEEN THE CONTRACTOR AND THE TOWN OF JOHNSTOWN PRIOR TO ANY WATER LINE CONSTRUCTION.  A PRECONSTRUCTION MEETING SHALL BE HELD BETWEEN THE CONTRACTOR AND THE TOWN OF JOHNSTOWN PRIOR TO ANY WATER LINE CONSTRUCTION.  RAILROAD/BORING NOTES:  1. IF LESS THAN MINIMUM DEPTH IS NECESSARY BECAUSE OF EXISTING UTILITIES, WATER TABLE, ORDINANCE OR SIMILAR REASONS, THE LINE SHALL BE REROUTED AND REVIEWED BY THE RAILROAD FOR APPROVAL.  IF LESS THAN MINIMUM DEPTH IS NECESSARY BECAUSE OF EXISTING UTILITIES, WATER TABLE, ORDINANCE OR SIMILAR REASONS, THE LINE SHALL BE REROUTED AND REVIEWED BY THE RAILROAD FOR APPROVAL.  2. LOCATIONS WHERE IT WILL BE DIFFICULT TO ATTAIN MINIMUM DEPTH DUE TO WET OR ROCKY TERRAIN SHALL BE AVOIDED. ANY LOCATION CHANGE FROM PLAN MUST BE APPROVED BY THE RAILROAD. LOCATIONS WHERE IT WILL BE DIFFICULT TO ATTAIN MINIMUM DEPTH DUE TO WET OR ROCKY TERRAIN SHALL BE AVOIDED. ANY LOCATION CHANGE FROM PLAN MUST BE APPROVED BY THE RAILROAD. 3. UNDERGROUND INSTALLATIONS MAY BE MADE BY OPEN-TRENCHING FROM THE PROPERTY LINE TO THE TOE OF THE FILL SLOPE IN FILL SECTIONS AND TO THE TOE OF THE SHOULDER SLOPE IN CUT SECTIONS BUT NO CLOSER THAN UNDERGROUND INSTALLATIONS MAY BE MADE BY OPEN-TRENCHING FROM THE PROPERTY LINE TO THE TOE OF THE FILL SLOPE IN FILL SECTIONS AND TO THE TOE OF THE SHOULDER SLOPE IN CUT SECTIONS BUT NO CLOSER THAN THIRTY (30) FEET OF THE CENTERLINE OF THE OUTSIDE TRACK. THE REMAINDER WILL BE TUNNELED, AUGURED, JACKED OR DIRECTIONAL-BORED THROUGH THE ROADBED.  4. MANHOLES SHALL BE LIMITED TO THOSE NECESSARY FOR INSTALLATION AND MAINTENANCE OF UNDERGROUND LINES. MANHOLES VARY AS TO SIZE AND SHAPE DEPENDING ON THE TYPE OF UTILITY THEY ARE TO CONSERVE SPACE, THE MANHOLES SHALL BE LIMITED TO THOSE NECESSARY FOR INSTALLATION AND MAINTENANCE OF UNDERGROUND LINES. MANHOLES VARY AS TO SIZE AND SHAPE DEPENDING ON THE TYPE OF UTILITY THEY ARE TO CONSERVE SPACE, THE DIMENSIONS SHOULD BE MINIMALLY ACCEPTABLE BY GOOD ENGINEERING AND SAFETY STANDARDS. IN GENERAL, THE ONLY EQUIPMENT TO BE INSTALLED IN MANHOLES LOCATED WITHIN RAILROAD RIGHT-OF-WAY IS THAT WHICH IS ESSENTIAL TO THE NORMAL FLOW OF THE UTILITY, SUCH AS CIRCUIT RECLOSERS, CABLE SPLICES, RELAYS, VALVES AND REGULATORS. OTHER EQUIPMENT SHOULD BE LOCATED OUTSIDE THE LIMITS OF THE RAILROAD RIGHT-OF-WAY. MANHOLES SHALL NOT PROTRUDE ABOVE THE SURROUNDING GROUND NOR BE LOCATED IN THE SHOULDER, SHOULDER SLOPE, DITCH, BACKSLOPE, OR WITHIN TWENTY-FIVE (25) FEET OF THE CENTERLINE OF THE OUTSIDE TRACK WITHOUT THE APPROVAL OF THE RAILROAD.    5. THE UTILITY OWNER WILL NOT BE PERMITTED TO ATTACH TO RAILROAD BRIDGES OR ROUTE UTILITY THROUGH DRAINAGE STRUCTURES OR CATTLE PASSES. UTILITIES ARE NOT TO BE ATTACHED TO OTHER RAILROAD STRUCTURES WITHOUT THE UTILITY OWNER WILL NOT BE PERMITTED TO ATTACH TO RAILROAD BRIDGES OR ROUTE UTILITY THROUGH DRAINAGE STRUCTURES OR CATTLE PASSES. UTILITIES ARE NOT TO BE ATTACHED TO OTHER RAILROAD STRUCTURES WITHOUT THE WRITTEN APPROVAL OF THE RAILROAD.  6. JACKING PITS SHALL BE LOCATED A MINIMUM OF THIRTY (30) FEET FROM THE CENTERLINE OF THE OUTSIDE TRACKS.  JACKING PITS SHALL BE LOCATED A MINIMUM OF THIRTY (30) FEET FROM THE CENTERLINE OF THE OUTSIDE TRACKS.  7. PIPELINES UNDER RAILROAD TRACK(S) AND ACROSS RAILROAD PROPERTY SHALL BE ENCASED IN A LARGER PIPE OR CONDUIT CALLED "CASINGS." GENERALLY, CASINGS SHALL EXTEND FROM THE RAILROAD RIGHT-OF-WAY LINE TO PIPELINES UNDER RAILROAD TRACK(S) AND ACROSS RAILROAD PROPERTY SHALL BE ENCASED IN A LARGER PIPE OR CONDUIT CALLED "CASINGS." GENERALLY, CASINGS SHALL EXTEND FROM THE RAILROAD RIGHT-OF-WAY LINE TO RIGHT-OF-WAY LINE, UNLESS OTHERWISE APPROVED BY THE RAILROAD.  8. PIPELINES AND CASING PIPES SHALL BE SUITABLY INSULATED FROM UNDERGROUND CONDUITS CARRYING ELECTRIC WIRES ON RAILROAD PROPERTY.    PIPELINES AND CASING PIPES SHALL BE SUITABLY INSULATED FROM UNDERGROUND CONDUITS CARRYING ELECTRIC WIRES ON RAILROAD PROPERTY.    9. ALL STEEL PIPE SHALL BE COATED AND CATHODICALLY PROTECTED.   ALL STEEL PIPE SHALL BE COATED AND CATHODICALLY PROTECTED.   10. THE DEPTH FROM BASE OF RAIL TO TOP OF PIPE SHALL NOT BE LESS THAN TEN (10) FEET BELOW BASE OF RAIL. THE DEPTH FROM DITCHES OR OTHER LOW POINTS ON RAILROAD RIGHT- OF-WAY SHALL NOT BE LESS THAN SIX THE DEPTH FROM BASE OF RAIL TO TOP OF PIPE SHALL NOT BE LESS THAN TEN (10) FEET BELOW BASE OF RAIL. THE DEPTH FROM DITCHES OR OTHER LOW POINTS ON RAILROAD RIGHT- OF-WAY SHALL NOT BE LESS THAN SIX (6) FEET FROM GROUND LINE TO TOP OF PIPE.  11. PIPELINES AND CASING PIPE SHALL BE SUITABLY INSULATED FROM UNDERGROUND CONDUITS CARRYING ELECTRIC WIRES ON RAILROAD PROPERTY.  PIPELINES AND CASING PIPE SHALL BE SUITABLY INSULATED FROM UNDERGROUND CONDUITS CARRYING ELECTRIC WIRES ON RAILROAD PROPERTY.  12. CASING PIPE AND JOINTS SHALL BE MADE OF METAL, AND OF LEAKPROOF CONSTRUCTION. CASINGS SHALL BE CAPABLE OF WITHSTANDING THE RAILROAD LOADINGS AND OTHER LOADS SUPERIMPOSED UPON THEM.  CASING PIPE AND JOINTS SHALL BE MADE OF METAL, AND OF LEAKPROOF CONSTRUCTION. CASINGS SHALL BE CAPABLE OF WITHSTANDING THE RAILROAD LOADINGS AND OTHER LOADS SUPERIMPOSED UPON THEM.  13. MINIMUM WALL THICKNESS FOR 24" STEEL CASING PIPE IS 0.312 INCHES. MINIMUM WALL THICKNESS FOR 24" STEEL CASING PIPE IS 0.312 INCHES. 14. RAIL ELEVATIONS OVER THE WORK MUST BE MONITORED AT INTERVALS PRESCRIBED BY THE RAILROAD TO DETECT ANY TRACK MOVEMENT. MOVEMENTS OF OVER ONE-QUARTER (1/4) INCH VERTICALLY SHALL BE IMMEDIATELY REPORTED RAIL ELEVATIONS OVER THE WORK MUST BE MONITORED AT INTERVALS PRESCRIBED BY THE RAILROAD TO DETECT ANY TRACK MOVEMENT. MOVEMENTS OF OVER ONE-QUARTER (1/4) INCH VERTICALLY SHALL BE IMMEDIATELY REPORTED TO THE RAILROAD ROADMASTER. DUE TO THE DANGER TO RAIL SERVICE THAT IS CAUSED BY ONLY SMALL AMOUNTS OF TRACK MOVEMENT, RAILROAD FORCES MAY HAVE TO BE CALLED TO SURFACE THE TRACK SEVERAL TIMES AT THE EXPENSE OF THE UTILITY OWNER.    THE FOLLOWING REQUIREMENTS SHALL APPLY TO THESE CONSTRUCTION METHODS:   A. THE USE OF WATER UNDER PRESSURE JETTING OR PUDDLING WILL NOT BE PERMITTED TO FACILITATE BORING, PUSHING OR JACKING OPERATIONS. SOME BORING MAY REQUIRE WATER TO LUBRICATE CUTTER AND PIPE, AND UNDER THE USE OF WATER UNDER PRESSURE JETTING OR PUDDLING WILL NOT BE PERMITTED TO FACILITATE BORING, PUSHING OR JACKING OPERATIONS. SOME BORING MAY REQUIRE WATER TO LUBRICATE CUTTER AND PIPE, AND UNDER SUCH CONDITIONS, IS CONSIDERED DRY BORING.  B. WHERE UNSTABLE SOIL CONDITIONS EXIST, BORING OR TUNNELING OPERATIONS SHALL BE CONDUCTED IN SUCH A MANNER AS NOT TO BE DETRIMENTAL TO THE TRACK(S) BEING CROSSED.   WHERE UNSTABLE SOIL CONDITIONS EXIST, BORING OR TUNNELING OPERATIONS SHALL BE CONDUCTED IN SUCH A MANNER AS NOT TO BE DETRIMENTAL TO THE TRACK(S) BEING CROSSED.   C. IF EXCESSIVE VOIDS OR TOO LARGE A BORED HOLE IS PRODUCED DURING CASING OR PIPELINE INSTALLATIONS, OR IF IT IS NECESSARY TO ABANDON A BORED OR TUNNELED HOLE, PROMPT REMEDIAL ACTION SHOULD BE TAKEN IF EXCESSIVE VOIDS OR TOO LARGE A BORED HOLE IS PRODUCED DURING CASING OR PIPELINE INSTALLATIONS, OR IF IT IS NECESSARY TO ABANDON A BORED OR TUNNELED HOLE, PROMPT REMEDIAL ACTION SHOULD BE TAKEN BY THE UTILITY OWNER AND IMMEDIATE NOTIFICATION TO THE RAILROAD.  D. ALL VOIDS OR ABANDONED HOLES CAUSED BY BORING OR JACKING ARE TO BE FILLED BY PRESSURE GROUTING. THE GROUT MATERIAL SHOULD BE SAND CEMENT SLURRY WITH A MINIMUM OF TWO (2) SACKS OF CEMENT PER ALL VOIDS OR ABANDONED HOLES CAUSED BY BORING OR JACKING ARE TO BE FILLED BY PRESSURE GROUTING. THE GROUT MATERIAL SHOULD BE SAND CEMENT SLURRY WITH A MINIMUM OF TWO (2) SACKS OF CEMENT PER CUBIC YARD AND A MINIMUM AMOUNT OF WATER TO ASSURE SATISFACTORY PLACEMENT AND COMPLETE FULFILLING OF THE VOIDED AREA.  E. THE HOLE DIAMETER RESULTING FROM BORED OR TUNNELED INSTALLATIONS SHALL NOT EXCEED THE OUTSIDE DIAMETER OF THE UTILITY PIPE, CABLE OR CASING (INCLUDING COATING) BY MORE THAN ONE AND ONE-HALF THE HOLE DIAMETER RESULTING FROM BORED OR TUNNELED INSTALLATIONS SHALL NOT EXCEED THE OUTSIDE DIAMETER OF THE UTILITY PIPE, CABLE OR CASING (INCLUDING COATING) BY MORE THAN ONE AND ONE-HALF (1-1/2) INCHES FOR PIPES WITH AN INSIDE DIAMETER OF TWELVE (12) INCHES OR LESS, OR TWO (2) INCHES ON PIPES WITH AN INSIDE DIAMETER GREATER THAN TWELVE (12) INCHES.  F. PITS FOR BORING, TUNNELING OR JACKING WILL NOT BE PERMITTED WITHIN THIRTY (30) FEET OF THE CENTERLINE OF THE OUTSIDE TRACK; OR CLOSER TO THE TRACK THAN THE TOE OF FILL SLOPES IN FILL SECTIONS, OR TOE PITS FOR BORING, TUNNELING OR JACKING WILL NOT BE PERMITTED WITHIN THIRTY (30) FEET OF THE CENTERLINE OF THE OUTSIDE TRACK; OR CLOSER TO THE TRACK THAN THE TOE OF FILL SLOPES IN FILL SECTIONS, OR TOE OF SHOULDER SLOPES IN DITCH SECTIONS WHEN PIPES ARE ALLOWED ON THE RAILROAD PROPERTY.  16. THE UTILITY OWNER SHALL INSTALL ACCESSIBLE EMERGENCY SHUT-OFF VALVES WITHIN EFFECTIVE DISTANCES ON EACH SIDE OF THE RAILROAD PROPERTY. WHERE PIPELINES ARE PROVIDED WITH AUTOMATIC CONTROL STATIONS, NO THE UTILITY OWNER SHALL INSTALL ACCESSIBLE EMERGENCY SHUT-OFF VALVES WITHIN EFFECTIVE DISTANCES ON EACH SIDE OF THE RAILROAD PROPERTY. WHERE PIPELINES ARE PROVIDED WITH AUTOMATIC CONTROL STATIONS, NO ADDITIONAL VALVES WILL BE REQUIRED.  17. LOCATING A SHUT-OFF VALVE ON RAILROAD PROPERTY SHOULD BE AVOIDED. IF APPROVAL IS ACQUIRED BY THE RAILROAD, A GUARDRAIL MUST PROTECT THE SHUT-OFF VALVE.   LOCATING A SHUT-OFF VALVE ON RAILROAD PROPERTY SHOULD BE AVOIDED. IF APPROVAL IS ACQUIRED BY THE RAILROAD, A GUARDRAIL MUST PROTECT THE SHUT-OFF VALVE.   18. WHERE CASING PIPE IS USED FOR WATER LINES, VENTING IS NOT REQUIRED; HOWEVER, SEALING WILL BE REQUIRED IF THE ENDS OF THE CASING ARE NOT ABOVE HIGH WATER.  WHERE CASING PIPE IS USED FOR WATER LINES, VENTING IS NOT REQUIRED; HOWEVER, SEALING WILL BE REQUIRED IF THE ENDS OF THE CASING ARE NOT ABOVE HIGH WATER.  19. WHERE NON-METALLIC PIPE IS PERMITTED AND INSTALLED, STEEL CASINGS ARE REQUIRED FROM RAILROAD RIGHT OF WAY LINE TO RIGHT OF WAY LINE.  WHERE NON-METALLIC PIPE IS PERMITTED AND INSTALLED, STEEL CASINGS ARE REQUIRED FROM RAILROAD RIGHT OF WAY LINE TO RIGHT OF WAY LINE.  20. THE UTILITY OWNER SHALL PLACE A READILY IDENTIFIABLE AND SUITABLE MARKER AT EACH RAILROAD RIGHT-OF-WAY LINE WHERE IT IS CROSSED BY A WATER LINE.  THE UTILITY OWNER SHALL PLACE A READILY IDENTIFIABLE AND SUITABLE MARKER AT EACH RAILROAD RIGHT-OF-WAY LINE WHERE IT IS CROSSED BY A WATER LINE.  21. CASING MATERIAL CASING MATERIAL A. NEW SMOOTH WALL STEEL CASING PIPE SHALL CONFORM TO ASTM A139, GRADE "B". NEW SMOOTH WALL STEEL CASING PIPE SHALL CONFORM TO ASTM A139, GRADE "B". B. SMOOTH STEEL CASING PIPE SHALL HAVE A MINIMUM YIELD STRENGTH OF 35,000 PSI. SMOOTH STEEL CASING PIPE SHALL HAVE A MINIMUM YIELD STRENGTH OF 35,000 PSI. C. MINIMUM WALL THICKNESS SHALL CONFORM TO E-80 LOADING FOR CASING PIPES.  MINIMUM WALL THICKNESS SHALL CONFORM TO E-80 LOADING FOR CASING PIPES.  22. EXTERIOR COATING EXTERIOR COATING D. STEEL CASING PIPE SHALL HAVE AN EXTERIOR COATING OF EPOXY POLYAMIDE WHICH CONFORMS TO AWWA STANDARD C210. STEEL CASING PIPE SHALL HAVE AN EXTERIOR COATING OF EPOXY POLYAMIDE WHICH CONFORMS TO AWWA STANDARD C210. E. MINIMUM THICKNESS OF THE EXTERIOR COATINGS SHALL BE 16 MIL. MINIMUM THICKNESS OF THE EXTERIOR COATINGS SHALL BE 16 MIL. F. ALL FIELD WELDS SHALL BE PAINTED WITH AN EPOXY POLYAMIDE EXTERIOR COATING WHICH CONFORMS TO AWWA STANDARD C210. ALL FIELD WELDS SHALL BE PAINTED WITH AN EPOXY POLYAMIDE EXTERIOR COATING WHICH CONFORMS TO AWWA STANDARD C210. 23. CASING CHOCKS AND SKIDS SHALL BE CONSTRUCTED OF STAINLESS STEEL OR POLYMER RUNNERS. CASING CHOCKS AND SKIDS SHALL BE CONSTRUCTED OF STAINLESS STEEL OR POLYMER RUNNERS. 24. A MINIMUM OF THREE (3) CASING CHOCKS SHALL BE INSTALLED PER JOINT. A MINIMUM OF THREE (3) CASING CHOCKS SHALL BE INSTALLED PER JOINT. 25. CATHODIC PROTECTION CATHODIC PROTECTION A. MAGNESIUM ANODES MAGNESIUM ANODES 1. ONE ANODE SHALL BE INSTALLED AT EACH END OF THE CASING PIPE, 2. ANODES SHALL BE INSTALLED VERTICALLY IN NATIVE SOILS, A MINIMUM OF THREE FEET LATERALLY FROM THE PIPE TO BE PROTECTED.  3. PLACE THE TOP OF THE ANODE BELOW THE CENTERLINE OF THE PIPE.  HOWEVER, ANODE SPACING AND LATERAL DISTANCE CAN BE ADJUSTED TO MAINTAIN ADEQUATE CLEARANCE FORM PERMANENT STRUCTURES AND OBSTACLES WITH THE APPROVAL OF THE DISTRICT.  4. ANODES SHALL BE BACKFILLED AND TAMPED WITH NATIVE SOIL IN 6 INCH LAYERS.  SAND IS NOT PERMISSIBLE.  5. WET DOWN EACH ANODES WITH 5 GALLONS, MINIMUM, OF FRESH WATER AFTER BACKFILLING AND TAMPING.  B. WIRING  WIRING  1. UNDERGROUND WIRES, CABLES AND CONNECTIONS SHALL BE BURIED WITH 6 INCH MINIMUM SEPARATION FROM OTHER UNDERGROUND STRUCTURES.  2. SPLICES AND REPAIRS TO DAMAGED CABLE ASSOCIATIONS WITH A CATHODIC PROTECTION SYSTEM SHALL BE SEALED AGAINST MOISTURE PENETRATION USING 2-1/2 LAPPED LAYERS OF TAPE ALTERNATING BETWEEN RUBBER AND PLASTIC TAPE.   3. WIRING SHALL BE BACKFILLED WITH MATERIAL FREE FROM ROCKS AND DEBRIS THAT COULD DAMAGE THE INSULATION.  C. BRAZING (CADWELD)  BRAZING (CADWELD)  1. BRAZING TECHNIQUES SHALL COMPLY WITH THE ANODE MANUFACTURE’S RECOMMENDATIONS. ONLY PROPER SIZE CARTRIDGES AND WELDERS WILL BE PERMISSIBLE.   S RECOMMENDATIONS. ONLY PROPER SIZE CARTRIDGES AND WELDERS WILL BE PERMISSIBLE.   2. PRIOR TO BRAZING, AN AREA OF THE STRUCTURE THREE INCHES SQUARE SHALL BE CLEANED TO BRIGHT METAL WITH A GRINDER OR FILE.  3. THE SLAG SHALL BE REMOVED FROM THE COMPLETED BRAZE WITH A HAMMER.  4. THE ADEQUACY OF EACH BRAZE SHALL BE DEMONSTRATED BY GENTLY STRIKING THE TOP OF THE CONNECTION WITH A ONE POUND HAMMER.  5. THE CLEANED PIPING SURFACE, INCLUDING THE BRAZED CONNECTION AND EXPOSED COPPER WIRE, SHALL BE COATED WITH A COAL TAR COMPOUND.  D. TEST STATIONS   TEST STATIONS   1. WIRES SHALL BE BROUGHT TO THE SURFACE AND TERMINATED IN A CP TEST STATION.  2. TEST STATION SHALL NOT BE LOCATED IN TRAFFIC OR PEDESTRIAN AREAS.  3. PROVIDE A MINIMUM OF 48 INCHES OF SLACK, COILED IN EACH BOX.  4. ACCEPTABLE MANUFACTURES ARE:  A. NM-4, C.P. TEST SERVICES.  B. AN APPROVED EQUAL. 
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